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Welcome 


I know I say this every month, but I like to think that this issue has something 
for everyone: it's musical, inspirational, artistic, pushes the boundaries and 
also looks at some unusual areas of the subject of woodworking, or at least 
that's what I think! I reckon it's a good un, but I'll let you be the judge of that. 

So what have we got for you? Well, if you've ever wanted to try your hand 
at musical instrument making, then the first of Shaun Newman's ukulele build 
articles (P30) will definitely appeal, as he starts by taking you through the initial 
steps of construction, but not before we discover some treasure down in Devon 
with Edward Hopkins (P37). Former Editor Andrea Hargreaves returns with a 
feature on sculptural woodturner Mark Hancock (p42); we show you a tree 
house-inspired build (p46); and Michael Huntley brings us the last in his series 
of articles on Japanese joinery, which sees him exploring joints and ideas (p49). 

New GW author Greg Stringer shares his keepsake box make with us (p54) 
before we take a breath of fresh heirloom and ogle the work of Les Lively, a true 
master of furniture fusion (P 58 ); Dennis Keeling demonstrates the breadth of 
the personal CNC router (p64); Phil Davy shows you how to make your own try 
square (p7l) and Les Thorne ponders his favourite turning-related things (p8o). 

In Kit & Tools, Andy King looks at a unique product to make lifting easy (p20), 
proves that diamonds really are a woodworker's best friend (pi4) as well as 
putting a great tool for enhancing your turnings through its paces (pi8). 

All this and more in Gl/l/303! Enjoy! 


Tegan Foley, Editor 




Tegan Foley Andy King 

Editor Technical Editor 



Dave Roberts Phil Davy 

Consultant Editor Consultant Editor 


We endeavour to ensure all techniques shown in Good Woodworking are safe, but take no responsibility for readers’ actions. Take care when woodworking and 
always use guards, goggles, masks, hold-down devices and ear protection, and above all, plenty of common sense. Do remember to enjoy yourself, though. 


Contact us 


Editorial 01689 869 848 Email tegan.foley@mytimemedia.com 
Post Good Woodworking , Enterprise Way, Edenbridge, KentTN8 6HF 
See the panel on the right for a full list of magazine contacts 



Published by MyTimeMedia Ltd. 

Enterprise Way, 

Edenbridge, Kent TN8 6HF 

Tel: 01689 869840 

SUBSCRIPTIONS 

UK - New, Renewals & Enquiries 

Tel: 0844 243 9023 

Email: help@tww.secureorder.co.uk 
USA & CANADA - New, Renewals & Enquiries 

Tel: (001) 866 647 9191 

REST OF WORLD - New, Renewals & Enquiries 

Tel: +44 1604 828 748 

BACK ISSUES & BINDERS 

Contact: www. myhobbystore . co . uk/contact 
Website: www. myhobbystore . co . uk/magazines 

EDITORIAL 

Editor: Tegan Foley 

Technical Editor: Andy King 
Consultant Editors: Phil Davy, Dave Roberts 

CONTRIBUTORS 

Andy King, Jeff Gorman, Shaun Newman, 
Edward Hopkins, Andrea Hargreaves, 
Michael Huntley, Tegan Foley, Greg Stringer, 
Dennis Keeling, Phil Davy, Les Thorne 

PRODUCTION 

Designer: Malcolm Parker 

Retouching Manager: Brian Vickers 
Ad Production: Robin Gray 

ADVERTISING 

Business Development Manager: David Holden 
Email: david.holden@mytimemedia.com 
Tel: 01689 869 867 

SUBSCRIPTIONS 

Subscriptions Manager: Kate Hall 

MANAGEMENT 

Publisher: Julie Miller 

Group Advertising Manager: Rhona Bolger 
Email: rhona.bolger@mytimemedia.com 
Chief Executive: Owen Davies 
Chairman: Peter Harkness 

Tel: 01689 869840 

From outside UK: +44 (0)1689 869 840 
www.getwoodworking.com 



http ://twitter. com/getwoodworking 

mytime 

print 5= digital medJg putasshari 

© MyTimeMedia Ltd. 2016 
Ail rights reserved ISSN 0967-0009 

The Publisher's written consent must be obtained before any part of this 
publication may be reproduced in any form whatsoever, including photocopiers, 
and information retrieval systems. All reasonable care is taken in the preparation of 
the magazine contents, but the publishers cannot be held legally responsible for 
errors in the contents of this magazine or for any loss however arising from such 
errors, including loss resulting from negligence of our staff. Reliance placed upon 
the contents of this magazine is at reader’s own risk. 

Good Woodworking, ISSN 0967-0009, is published monthly with an 
additional issue in January by MYTIMEMEDIA Ltd, Enterprise Way, 
Edenbridge, KentTN8 6HF, UK. 

The US annual subscription price is 59GBP (equivalent to approximately 
98USD). Airfreight and mailing in the USA by agent named Worldnet 
Shipping Inc., 156-15, 146th Avenue, 2nd Floor, Jamaica, NY 11434, USA. 

Periodicals postage paid at Jamaica NY 11431 . 

US Postmaster: Send address changes to Good Woodworking, Worldnet 
Shipping Inc., 156-15, 146th Avenue, 2nd Floor, Jamaica, NY 11434, USA 
Subscription records are maintained at dsb.net 3 Queensbridge, The Lakes, 
Northampton, NN4 7BF. 


^recycle 

When you have finished with 
this magazine please recycle it. 


Paper supplied from wood grown in 
forests managed in a sustainable way 


www.getwoodworking.com March 2016 GW303 3 






Tools • Projects • Techniques • Advice 



On the cover 

A passion for quality 53 

Professional furniture maker Les Lively 
gets a kick from producing the finest 
and most unique 'one-of-a-kind' pieces 

Make a jumping flea 30 

Shaun Newman shows you how to 
make your own 'jumping flea' - as the 
ukulele is known in its native Hawaii 

Turning sculptural 42 

Mark Hancock's a man who knows what 
he likes and can turn his hand to a wide 
variety of styles 


Bitten by the CNC bug 64 

Dennis Keeling takes us through the process 
for using this clever machine and shows how 
you can use it to make a plethora of projects 

These are a few of 
my favourite things 80 

Les Thorne reflects on the areas of turning 
that he enjoys the most, including tools, 
techniques and teaching others 

People & places 

Home truths 37 

Edward Hopkins tries his hand at making 
a treasure chest from engineered board 

Function first 42 

Why doesn't 'art' turning enjoy the same 
following in the UK as it does in the US? 
Andrea Hargreaves talks to Mark Hancock 

Centrefold 46 

Inspired by the concept of a tree house, we 
take a look at the Maggie's Oxford Centre, 
whose structure is entirely fabricated from 
engineered timber 

A breath of fresh heirloom 58 

Les Lively's work is a fusion of different 
styles, which emphasise elegant lines 
and intricate details such as inlay, double 
dovetail corners and mortise & tenon joints 


Projects 

Uku can do it! 30 

In the first of a three-part series on making 
your own tenor ukulele, Shaun Newman takes 
you through the initial steps of construction 

Under lock and key 54 

Greg Stringer makes a keepsake box for his 
granddaughter, complete with lock and key 

Perfect angles 71 

A large try square is a particularly handy 
tool when setting out large items of joinery 
or furniture, say Phil Davy 

Techniques 

Anatomy of a plane 24 

Dissecting a plane to see what the 
'chipbreaker' really does 

Optimum sharpness 26 

For a super sharp edge on your planes 
and chisels, says Jeff Gorman, you need 
to optimise the back face 

Joints & ideas 49 

Michael Huntley discusses various 
examples of japanese joints and ideas 


Your favourites 


News 8 

Courses 12 

Readers’ ads 13 

Letters & makers 
Around the House 71 

Next month 89 

Michael’s Musings 



Andy King tests... 


Trend diamond whetstone 
honing & polishing kit 

UJK Bandsaw Buddy 
Crown mini spiralling tool 
Hedgehog Easy Air Wedge 


Phil Davy tests... 


Niwaki japanese saws 

Axminster 75mm swivel head vice 
& Axminster dovetail marker 


14 

16 

18 

20 


75 

76 



Practical presents 

Greg Stringer’s keepsake box 
even has a lock and key 54 


4 GW303 March 2016 www.getwoodworking.com 




.COMING up 
next month. 

GW 304 

EW, FRESH LOC 

ON SALE 
25 MARCH 


Fill 

1 i!i! 

j JaV 

fjiYi 



CMC ROUTING 

Using a personal router 


Dennis Keeling tells us all 
about this clever machine 64 



Mark Hancock in profile 

We looks at this turner’s 
sculptural pieces 42 



TRY SQUARE 

A handy device 

Phil Davy shows you how to 
make this workshop staple 71 


www.getwoodworking.com March 2016 GW303 5 



i:iarlE« 6- ofsc 1 

SANDER 

Dust extraction facility 
4" x 36" belt tilts & locks 0-90° 
225mm x 160mm table, tilts 0-90 c 
370W, 230V motor 


|.98 

'EX. VAT 


1.99 

r EX. VAT 




CTS10D 


6" BELT/ 
9" DISC 
SANDER 

• Includes stand 

• 1 HP/ 230V/ 

1 ph motor 

CS6-9C 


WOODWORKING 

VJ/ICES^ 


mas terTURBO AIR 

COMPRESSORS 


RANDOM ORBITAL 
. SANDER. 


TABLE SAW WITH 
EXTENSION 
TABLES (250mm) 

■ Ideal for cross cutting, 

■ *, ripping, angle and 
r | mitre cutting • Easy 
I release/locking mechanism 
I for table extensions • 0-45° 
ft tilting blade • Cutting depth: 
1 72mm at 90° / 65mm at 45° 


1.98 

'EX. VAT 


CTS14 


For sanding 1 
& polishing 
125mm 1 

diameter I 

sanding discs 
4000-11000 opm 




8/250* Superb 
range 
\ ideal 
for DIY, 
I hobby & 
Hr semi- 

professional 


CROS1 


Clarke 

1" BELT/ 5" 
E)ISC SANDER 

• Includes 2 tables 
that tilt & lock 


DUST EXTRACTOR/ 
CHIP COLLECTORS 


Clarke cordless 

©BOSCH DRIL L/ DRD 

Ppwfir Tools r 


• Variable 
belt speed 

• Tilting head 

*Black & Decker 


P EX. VAT 


• Quality^ 
Induction 
300w motor 


£44.99 


I KA900E* 350W/230V £59.98 


Clarise electric 

Honey we H HEATERS 

Huge range of quality electric models - 
From DIY, trade to Industrial 
DEVIL7003 Mi-.Wiimm CZ-2104EV1 


Ckirlzii 

4" BELT/ 

8" DISC SANDER 

• Includes Al 

two tables .j^HL 


ROTARY TOOL 


* Powerful 
750W motor 
• 56 litre bag capacity 
Flow rate of 850M3/h 


(.98 

'EX .VAT 


Kit includes: 

Height adjustable stand with clamp • Rotary tool 
• 1 m flexible drive • 40x accessories/consumables - 


£129.98 


ICDE7B 750W 850 M3/h 11 4Ltrs £149.98 


POWER 

PLANERS 


(.99 

►EXC.VAT 


STATIC PHASE 
CONVERTERS 


Clarlni 

STAPLE/ 
NAIL GUNS 

• All models include 
nail/staple pack and 
tough moulded case 

C0NSN18UB 


4 BLflCKC 
DECKER 


DISC SANDER 
(305MM) 


• Run big 3 phase 
woodworking 
machines 

from 1 phase Bp 
supply Ul 

• Variable 
output power H 
to match HP I 
of motor to 1 

be run |H 


• Powerful, bench mounted 
'disc sander *900W 

• No load j 

disc speed: A 

1490rpm 

• 305mm \ II . 

Disc Dia. 

(1 x 60 grit 
sanding disc 
included) 

• Dust 
extraction 

P° rt CDS300B ™ 


• 82mm 
cutting 
width j 


EXC.VAT 


■difilfiliHIVl 


Einhell RT-PL82 850W 3mm £49.98 


(.00 

'EXC.VAT 


Claris® 

C LAMPS'? 


>.99 

►EXC.VAT 


QUALITY CAST 
IRON STOVES 


Electric 22/18 £1 


PC20 


1 0Amps £21 


'exc.vat 


Cordless 


PC40 3.5HP 20Amps £2405 


|PC60 5.5HP 32Ambs £299^00 


CESNG2 Electric 18/18 £39.98 

C0NSN18UB Cordless 
iim* 18v Lithium-Ion 18/18 £99.98 


| Ml CIRCULAR SAWS 


(.99 

►exc.vat 




• Great range of Dl^ 
and professional A 
saws • Ideal 
for bevel * 
cutting H ^ 

m-45°t w ■ 


► EXC.VAT 


r| 2 |»|p fl i HARDWOOD 
IpMI 111, WORKBENCH 

• Includes bench dogs and guide holes for 
variable work positioning • 2 Heavy Duty Vices 

• Large storage draw • Sunken tool trough 

• LxWxH 1520x620x855mm 


• Ideal for surface removal, 
sanding and finishing 


PORTABLE 

THICKNESSER 


• Max thickness 
cap. 125mm and 
250mm wide 

• Planing depths 
adjustable ^ 
from 0-2. 5mm 

• Powerful 
1250W motor 

• 8000rpm 
no -load speed 


Includes 


i.98 

'EX. VAT 


(.98 

►exc.vat 


CPT250 


►exc.vat 


Clarke CBS2 1200W 480 


Makita 991 1 650W 75-270 £94.99 1 


rinH’IB OSCILLATING 
BOBBIN SANDER 

Provides exceptional finishes for deep 
& wide work pieces, front 
edges & narrow inner curves 

• Dust collection 
port • Inc. 6 
sanding sleeves 
/bobbins 

• 330mm table ^ 

height* 16mm 
oscillating ^ 
stroke 


»MI hi* BOLTLESS • simple fast assembly 

.HELVING BENCHES in minutes using only a 
hammer 


>.98 

► EX. VAT 


PLANERS & 
THICKNESSER! 

• Ideal for 
DIY & 

Hobby use 


COBS1 


• Dual purpose, 
for both finishing 
& sizing of 
timber 


distributed) 
Strong 9mm 
.fibreboard 


distributed) 
Strong 12 mm 
.fibreboard 


I CPT600 


120mm £169.98 


CPT800 


120mm £199.98 


ICPTIOOO 


120mm £269.98 


[shelves 


Isheives 


WHERE QUALITY 


MODEL VOLTS BATTS EXC.VAT INC.VAT 


DEPTH EXC.VAT INC.VAT 


ROTARY 
PHASE 
CONVERTERS 
ALSO IN STOCK 


C0NVERT230V 
1PH TO 400V 3PH 


STAPLE/NAIL EXC. INC. 


MODEL MAX. FUSE EXC.VAT INC.VAT 
MOTOR HP 


HUGE CHOICE 
OF SASH, 
SPRING, SCREW, 
SPREADER AND 
G-CLAMPS 


MODEL 


mnrur £250.80 


£298.80 

£358.80 


MO DEL SHEET SIZE MOTOR EXC.VAT INC.VAT 
Wimi«hIi>:<!liliiliiMk1iMjkX! T 4l £16.79 
ltii]^li!if^Ii):<IL1iiliiHklilVHjiTT^ £39.59 
£65.99 


CHOICE OF 5 COLOURS 


RED, RLUE, SLACK, 
SILVER & GALVANISED 
STEEL 


PLANING MAX THICK. EXC. 
WIDTH CAPACITY VAT 


ALSO 

EXTRA WIDE 
INDUSTRIAL 
UNITS 
AVAILABLE 


MODEL DIMS 

WxDxH(mm) EXC.VAT INC.VAT 


PER SHELF 



IMliiifl 

■ :] 1:1 1] M ■ 1 lW /il ■ 

[CTS800B 

600W 

200mm £69.98 


ICTSII 

1500W 

254mm £139.98 J] 

b J;l 

ICTSIOD 

1500W 

254mm £159.98 SI 



MODEL 

MOUNTING JAW / 

(WIDTH/OPENING ~f 
/DEPTH)mm EXC.VAT 

NC.VAT 

Clarke 

CHT152 

Bolted 

150/152/61 

£13.49 

£16.19 

Stanley 
iMulti Anale 

Clamped 

72/60/40 

£16.99 

£20.39 

iRecord V75BCIamoed 

75/50/32 

£19.98 

£23.98 

|C|arkeWV7 

_Bolted_ 

mimn^ 

| £24 i 99 i 

£29.99 


CCD180 

18V 1 

£36.99 

CDD240 

24V 1 

£39.98 

Bosch PSR18 

18V 1 

£54.99 

C0N18Ni 

18V 2 x Ni-Cd 

£59.98 

C0N18U 

18V 2 x Li-Ion 

£84.99 


MODEL VOLTAGE HEAT EXC.VAT 
OUTPUT KW 

INC.VAT 

CZ-2 

!104EV1 230V 2.5 £39.98 

£47.98 

DEV 

L6003 230V 1.5-3 £49.98 

£59.98 

DEV 

L7003 230V 3 £54.99 

£65.99 

DEV 

L6005 400V 2.5-5 £74.99 

£89.99 

DEV 

L7005 400V 5 £79.98 

£95.98 

DEV 

L6009 400V 4.5-9 £119.00 

£142.80 

DEV 

L7009 400V 9 £137.99 

£165.59 

DEV 

L6015 400V 5-10-15 £179.00 

£214.80 



f|8/250 2HP 

7.5 24ltr 

£79.98 

r 7/250 2 HP 

7 24ltr 

£89.98 

11/250 2.5HP 

9.5 24ltr 

£109.98 £14338 £131.98 

8/510 2HP 

7.5 50ltr 

£11 9.98 £15528 £143.98 

11/510 2.5HP 

9.5 50ltr 

£139.98 £17938 £167.98 

16/510* 3 HP 

14.5 50ltr 

£209.00 £26338 £250.80 

16/1010*3 HP 

14.5 lOOItr £259.98 £32338 £311.98 



C0N300 230X1 15mm 

330W 

£32.99 

V Makita 11 2X1 02mm 
B04555* 

200W 

£54.99 


laser guide 




1 MODEL 

MOTOR 

MAX CUT 
90/45 

(mm) EXC.VAT INC.VAT 1 

1 CCS185B 

1200W 

65/44 

£34.99 WSPUUll 

1 CONI 85*# 1600W 

60/40 

£54.99 £65.99 

| CCS2 

1300W 

60/45 

£59.98 


F129S 

RM 






















10 " (254MM) SLIDING 

blill lil! c 


FOR OVER 


• For fast, accurate 
cross, bevel & mitre 
cutting in most hard 
& soft woods 

• 1 800W motor 

• Laser guide 
» 78mm max. 
depth of cut 


COMPOUND 
MITRE SAW 



■S|15,000 NEW[§ 

PRODUCTS CA TALOGUE 

,NCl S a fW aSSS 


TH-SM 2534 

• Quality Range of Mitre saws and blades in stock 


\ SPECIALIST TOOLS & MACHINERY ' 

visitmachinemart.co.uk 


BENCH 
BANDSAWS 

mmrn'M 


PRICE CUTS & 
NEW PRODUCTS 



G 
Y 
FI 
COPY 

NOW?! 

• IN-STORE 

• ONLINE 

• PHONE 

,0844 8801265 


Ckirlsis 
| MORTISING 
MACHINE 

• Accurately creates 
deep square recesses 

• Table size 150 x340mm 

• Max. chisel stroke 76mm 
• Robust cast iron base & column 

ensures stability & accuracy 

• 95mm depth of cut 


| i|, fl i MITRE SAW 
STAND 


• Produce fast, 
precise mitre & 
longitudinal cuts 

• Cuts in wood, 
plastic, etc. 




Cliirlkl! DOVETAIL JIG 

• Simple, easy to set up & use for producing a 
variety of joints • Cuts work pieces with a 
thickness of 8-32mm • Includes a V 2 " comb 
template guide 
& holes for 
bench mounting 




i:inrln> PROFESSIONAL BANDSAWS 



Top Quality Bandsaws - ideal 
for professional workshop use. 
Strong steel body with solid cast 
iron table featuring induction 
motors 

• Table tilts 45° • Adjustable blade 
guide • Supplied with stand, 4TPI 
wood cutting blade, rip fence, mitre 
guide, mitre gauge and push stick 



Gliiriiii 

DRILL PRESSES 1 

• Range of precision 
> bench & floor presses for 
enthusiast, engineering & 
industrial 
applications 
mmmm 


CDP152B 

B = Bench mounted 
F = Floor standing 



MOTOR (W) EXC. 
MODEL SPEEDS VAT 

INC. I 
VAT 

CDP5EB 350/5 £59.98 

£71.981 

CDP102B 350/5 £69.98 

£83.98 

CDP152B 450/12 £119.98 

£143.98 

CDP202B 450/16 £159.98 

£191.98 

CDP10B 370/12 £169.98 

£203.98 1 

CDP352F 550/16 £199.98 

£239.981 

CDP350V 550 /V £219.00 

£262.80 1 

CDP502F 1100/12 £449.00 

£538.80 1 





MODELS ALSO FEATURE: 

REMOVABLE I 

DUST TRAY FLEXIBLE 

► led 

^ I WORKUGHT 



I MODEL 

THROAT DEPTH 

MAX CUT 90° MAX CUT 45° 

EXC.VAT 

INC.VAT 

ICBS300 

305mm/12" 

165mm 

115mm 

£349.98 

1 £419.98 

ICBS350 

340mm/14" 

225mm 

160mm 

£449.00 

1 £538.80 


Kmruii 


ROUTERS 


w BOSCH 



MULTI FUNCTION 
M«ll lilt T00L WITH 

ACCESSORY KIT 

• Great for sawing, cutting, sanding, polishing, 
chiselling & much more 

• 250W motor 

• Variable speed. 



Hart'ii bench grinders 
Mill M! & stands 

• Stands come complete with bolt mountings 
and feet anchor holes 


CR2 





. JY ]J 

* • 


CBG8W features 
8" whetstone & 
6"drystone. 

# With sanding belt 


CR1C* 


*DIY 


MOTOR PLUNGE EXC.VAT INC.VAT 

(W) (mm) 

£47.98 
£95.98 


1200 0-50 


Bosch 1400 0-55 £79.98 

P0F1400ACE 


$ was £67.1 9 inc.VAT 

CBG6RP ^ 


| MODEL 

DUTY 

WHEEL 

DIA. 

EXC.VAT 

INC.VAT 

CBG6RP 

DIY 

150mm 

£29.98 

£35.98 

CBG6RZ 

PRO 

150mm 

£39.98 

£47.98 

m CBG6RSC 

HD 

150mm 

£49.98 

£59.98 

v CBG6SB# 

PRO 

150mm 

£49.98 

£59.98 

^ CBG6RWC 

HD 

150mm 

£54.99 

£65.99 


2100 0-60 


VISIT YOUR LOCAL 


I BARNSLEY Pontefract Rd, Barnsley, S71 1EZ 
B’HAM GREAT BARR 4 Birmingham Rd. 

B’HAM HAY MILLS 1152 Coventry Rd, Hay Mills 
BOLTON 1 Thynne St. BL3 6BD 
BRADFORD 105-107 Manningham Lane. BD1 3BN 
BRIGHTON 123 Lewes Rd, BN2 3QB 
BRISTOL 1-3 Church Rd, Lawrence Hill. BS5 9JJ 
BURTON UPON TRENT 12a Lichfield St. DE14 3QZ 
CAMBRIDGE 1 81 -1 83 Histon Road, Cambridge. CB4 3HL 
CARDIFF 44-46 City Rd. CF24 3DN 
CARLISLE 85 London Rd. CA1 2 LG 
CHELTENHAM 84 Fairview Road. GL52 2EH 
CHESTER 43-45 St. James Street. CHI 3EY 
COLCHESTER 4 North Station Rd. C01 IRE 
COVENTRY Bishop St. CV1 1 HT 
CROYDON 423-427 Brighton Rd, Sth Croydon 
DARLINGTON 214 Northgate. DL1 1RB 
DEAL (KENT) 182-186 High St. CT14 6BQ 
DERBY Derwent St. DEI 2ED 
DONCASTER Wheatley Hall Road 
DUNDEE 24-26 Trades Lane. DD1 3ET 
EDINBURGH 163-171 Piersfield Terrace 




EXETER 16 Trusham Rd. EX2 8QG 
GATESHEAD 50 Lobley Hill Rd. NE8 4YJ 
GLASGOW 280 Gt Western Rd. G4 9EJ 
GLOUCESTER 221 A Barton St. GL1 4HY 
GRIMSBY ELLIS WAY, DN32 9BD 
HULL 8-10 Holderness Rd. HU9 1EG 
ILFORD 746-748 Eastern Ave. IG2 7HU 


IPSWICH Unit 1 Ipswich Trade Centre, Commercial Road 01473 221253 


LEEDS 227-229 Kirkstall Rd. LS4 2AS 0113 231 0400 

LEICESTER 69 Melton Rd. LE4 6PN 0116 261 0688 

LINCOLN Unit 5. The Pelham Centre. LN5 8HG 01522 543 036 
LIVERPOOL 80-88 London Rd. L3 5NF 0151 709 4484 

LONDON CATFORD 289/291 Southend Lane SE6 3RS 0208 695 5684 
LONDON 6 Kendal Parade, Edmonton N1 8 020 8803 0861 

LONDON 503-507 Lea Bridge Rd. Leyton, El 0 020 8558 8284 

LONDON 100 The Highway, Docklands 020 7488 2129 

LUTON Unit 1 , 326 Dunstable Rd, Luton LU4 8JS 01582 728 063 
MAIDSTONE 57 Upper Stone St. ME15 6HE 01622 769 572 

MANCHESTER ALTRINCHAM 71 Manchester Rd. Altrincham 0161 9412 666 
MANCHESTER CENTRAL 209 Bury New Road M8 8DU 0161 241 1851 
MANCHESTER OPENSHAW Unit 5, Tower Mill, Ashton Old Rd 0161 223 8376 
MANSFIELD 1 69 Chesterfield Rd. South 01623 622160 


OPEN MON-FRI 8.30-6.00, 

SAT 8.30-5.30, SUN 10.00-4.00 


MIDDLESBROUGH Mandale Triangle, Thornaby 01642 677881 

NORWICH 282a Heigham St. NR2 4LZ 01603 766402 

NOTTINGHAM 211 Lower Parliament St. 0115 9561811 

PETERBOROUGH 41 7 Lincoln Rd. Millfield 01733 311770 

PLYMOUTH 58-64 Embankment Rd. PL4 9HY 01752 254050 
POOLE 137-139 Bournemouth Rd. Parkstone 01202 717913 
PORTSMOUTH 277-283 Copnor Rd. Copnor 023 9265 4777 

PRESTON 53 Blackpool Rd. PR2 6BU 01772 703263 

SHEFFIELD 453 London Rd. Heeley. S2 4HJ 0114 258 0831 

SIDCUP 1 3 Blackfen Parade, Blackfen Rd 0208 3042069 

SOUTHAMPTON 516-518 Portswood Rd. 023 8055 7788 

SOUTHEND 1139-1141 London Rd. Leigh on Sea 01702 483 742 
STOKE-ON-TRENT 382-396 Waterloo Rd. Hanley 01782 287321 
SUNDERLAND 13-15 Ryhope Rd. Grangetown 0191 510 8773 
SWANSEA 7 Samlet Rd. Uansamlet. SA7 9AG 01792 792969 
SWINDON 21 Victoria Rd. SN1 3AW 01793 491717 

TWICKENHAM 83-85 Heath Rd.TWI 4AW 020 8892 9117 

WARRINGTON Unit 3, Hawley’s Trade Pk. 01925 630 937 

WIGAN 2 Harrison Street, WN5 9AU 01942 323 785 

WOLVERHAMPTON Parkfield Rd. Bilston 01902 494186 

WORCESTER 48a Upper Tything. WR1 1 JZ 01905 723451 


OPEN 7 DAYS! 


IN -STORE 

65 SUPERSTORES 


Calls to the catalogue request number above (0844 880 1265) cost 7p per minute plus your telephone company’s network access charge 
For security reasons, calls may be monitored. All prices correct at time of going to press. We reserve the right to change products and prices at any time. All offers subject to availability, E&OE. 























Build your skills with 
WoodRiver planes 


Wood Workers Workshop has a great 
offer for anyone buying any WoodRiver 
hand plane from their website. 

Anyone purchasing one of the US-designed 
WoodRiver planes gets three months' 
free subscription to 75, 30-minute sessions 
alongside access to over 1,100 previous 
episodes with five new ones each week. 

The exclusive offer gives free access to 
Rob Cosman's amazing interactive online 
hand and power tool workshops. Rob 
has worked with many of the world's best 
craftsmen - including Alan Peters, Sam 
Maloof, Tage Frid, Monroe Robinson and 
Peter Korn. Rob is based in Canada and has 


been an active demonstrator at international 
woodworking shows for over 10 years. 

He brings his well-respected techniques 
to your home workshop over the internet. 

He has been instrumental in the development 
of the US brand of WoodRiver planes and 
these are sold exclusively by Wood Workers 
Workshop in the UK and Europe after owner 
Peter Sefton bench tested them at his 
Furniture School; he and his students were 
so impressed they use them on a daily basis. 

It's a great way to get the most out of your 
new WoodRiver plane and build your skills! 

For more info, see www 
woodworkersworkshop.co.uk. 


t*. 
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THE VERY BEST WOODWORKING TOOLS 

Sourced by woodworkers for woodworkers 


New UJK Technology Deluxe Variable Angle Worktop jig 


This new jig from Axminster Tools & Machinery combines the 
latest innovations to form an exceptionally versatile worktop jig. 

A worktop is a major part of the investment in a new kitchen. 

When cutting the joint in a new worktop only high precision and 
perfect accuracy will do. Using this jig enables you to produce a 
faultless joint in a worktop. It is CNC machined to very fine tolerances 
from thick synthetic resin laminate plate and the material and 
machining ensure uncompromising stability and accuracy. 

The flush face clamping feature, which requires two Axminster 
guiderail clamps, provides a totally unimpeded working face. 



Using any combination of the five sliding locations for the recessed 
clamp heads means you'll never find a clamp head getting in the way. 

The jig will accept a worktop up to 1,000mm wide with a jointing 
facility at 22.5 0 , 45° and 90 0 . The guide slots and preset angles are 
located with 10mm dowel pins to ensure exact positioning against 
the edge of your worktop and encompass the principal angles 
required, plus there is positioning for worktop connectors. 

The optional variable angle insert enables you to cut worktops 
to an angle other than 90 0 . Using the engraved markers on the jig 
as a reference, the variable angle insert adjusts the angle of the male 
joint by up to + or - 5 0 . Current techniques to overcome non-square walls 
are not accurate and guesswork can result in poor joints. The variable 
angle design eliminates this and produces a perfectly matched joint. 

An extra advantage with this jig is that it can find and set the angle 
required. Supplied with full instructions, a pack of four aligning 
pins and two flush clamping adaptors. Users will also need a 12mm 
router, 12.7 x 50mm router cutter, 30mm guidebush and two clamps 
(Axminster guiderail clamps are recommended if you wish to take 
advantage of the flush clamping feature). See www.axminster.co.uk. 
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I News 


New dust extractors from Makita 



Makita is adding two new, M-Class approved dust extraction vacuum 
units to its range. In addition, Makita has introduced a dual power 
extractor that can be powered by mains or battery and will be a very 
useful cleaner for maintenance teams. 

The new Makita VC2201MXI/VC2211MX1 M-Class dust extractors 
are powered by a i,050W motor, available in either 110V or 240V mode, 
which delivers a quiet 22.okPa maximum suction with an airflow 
of 3-5m 3 /min to pull material into the 22I stainless steel tank. These 
extractors feature a new automatic self-cleaning filter system and are 
composed of a powder filter, damper and pre-filter, which use a valve 
system to redirect airflow through each of the filters in turn to release 
the collected dust into the retainer. The audible airflow sensor bleeps 
a warning when the tank is full or the pipe is blocked. The M-Class 
approval allows use with mica, china clay, gypsum, wood dust, 
masonry, GRP and concrete. 

The new Makita DVC861LZ L-Class extractor is operated by both AC 
mains power and DC batteries, using the twin 18V battery system that 
is storming the construction and outdoor power tool market with its 
36V performance. This will prove invaluable in a location where mains 
power is not available. The new dry material vacuum has a i,050W 
motor that will generate 24kPa maximum, suction in mains mode, 
and a useful 9kPa suction when powered by battery. Maximum airflow 
is 3.6m 3 /min and 2.im 3 /min respectively. Rated for L-Class operations 
for plaster, china clay and mica materials. Suction into the 81 tank 
can be varied by the dial on the body front adjacent to the large on/off 
switch. Commercial dust bags fit this machine and the filters are HEPA 
type. If the batteries are in place and at the same time the mains cord 
is connected and power available, the mains power takes priority and 
an indicator lamp shows when AC power is operating. 

Prices start from £546, see www.makitauk.com for more info. 


Honed for action 

The most versatile Veritas honing guide set to date, this new 
offering includes both the standard and narrow blade clamping 
heads, as well as the angle registration jig, straight roller base 
and camber roller base. Combined, the heads accept blades 
ranging from 373mm wide. The bases offer the options of 
straight or slightly cambered edges on your blades. 

The completely predictable results this set offers for a wide 
variety of blades makes it one of the most useful sharpening 
aids in the workshop of anyone who works with hand tools. 
Priced at £84.66, some of the parts can be purchased separately 
if you wish - see www.brimarc.com. 



Narex 8869 Gunsmith's screwdrivers 



Normal screwdrivers for slotted screws are tapered, which makes it easy 
to slot them in quickly, but this has the downside of them only contacting 
the slot at the top corners. A gunsmith's screwdriver is hollow ground with 
a parallel tip that engages fully with the slot in the screw. Slower, a little, 
but much less likely to mar the screw head. 

Available from Workshop Heaven, this set of th ree -Xe, X and Kein - feature 
hardened, polished and lacquered blades with a stained beech handle and 
knurled brass ferrule. Priced at £34.50, see www.workshopheaven.com. 


News 



The hunt is on! 


Marking its 115-year heritage as a quality tool brand, Wolf Tools 
is on the hunt to find the oldest surviving Wolf power tools. It's 
time to go rooting around in your workshop to see what you can 
uncover! The people with the five oldest examples of Wolf power 
tools discovered will be offered an exchange for a brand-new Wolf 
Ultimate cordless impact driver, worth £99. See it in action here: 
www.ukhs.tv/Tools/Power-Tools/Wolf-Ultimate-i 0 - 8 v-lmpact-Driver. 

If you have an old Wolf power tool in your workshop, all you 
need to do is register the model, its approximate age and if possible, 
email a photo along with your name and contact details to: 
toolhunt@wolfdiy.com. The offer closes at 5 pm on Thursday 31 March 
2016. Good hunting! 

A rich history 

The Wolf Tools brand was established in England in 1900. The company 
built an enviable reputation for quality and supplied all power tools 
to the British aviation industry before and throughout World War II. 
Since 2001, the company has invested heavily in R&D and produces 
a comprehensive range of products globally, giving it a competitive 
edge in developing technologically superior, innovative tools offered 
at very affordable prices. 

Today the Wolf Tools brand has again become synonymous with 
quality power tools. The new and extended product range offers 
a plethora of power products ranging from cordless and mains voltage 
power tools, air compressors, air tools, carjacks, garage equipment, 
generators, power washers and water pumps, to welders and 
woodworking. 



Mind-bending coffee table 

Inspired by the 2008 film Inception, the 'Wave City' coffee table by 
Cyprus-based designer Stelios Mousarris is described as "a well balanced 
mixture of wood, steel and 3D printed technology/ Looking at the sheer 
skill involved in making such a creation, you cannot deny that this 
is indeed one of the most amazing coffee table designs ever seen. 

Illustrating a sidewalk that seemingly lifts into the air and finally 
folds back onto itself, the table draws reference from a scene from 
the film, where dreams are controlled by the dreamer. Carefully 
carved buildings add a realistic quality to the surreal design object 
and buildings are both right side up, and suspended upside down. 

See more of Stelios' incredible work here: www.mousarris.com. 


Pro£!dge 

Sharpening refined 


The Robert Sorby ProEdge offers effortlessly 
repeatable sharpening every time 




Features and benefits: 


Sharpens with belts rather 
than abrasive wheels 

•Cuts steel rather than rubbing it off 

* C fomq e belts in seconds 

* Flat bevel rather than hoilow grind 

* Wide range o\ grits and abrasives 

* Sharpens all exotic alloys and 
carbide* 

* Belt sharpening lowers risk of 
overheating 


Exceptional Robert Sorby 
construction 

• Built from solid steel 

• Pivots for operator 
comfort 

• Inexpensive to run 

• Small workbench 
footprint 

• Backed by Robert 
Sorby Warranty** 

Wide range of 
accessories to suit all 
sharpening needs 


in ^JflelTTT 

Opening system 

m, «° n *<&cZto 7 s ? e - 

a2V Jord ^ 

hon,n 9 you, colts** 

Cootf 

/j. LI 


VI 


Patented angle setter 

guarantees repeatability 

* Sharpen at exactly 
the same angle 
every time 

* Mme factory indexed 
settings provide a 
guide for all types 
of tool 

* Can be locked 
between indexes 
for custom 
settings 


I mi 



Tlin flplwrt Sorby PrgEtfgir Sharpening rn-idd Mmplr f f 


www.robert-sorby.co.uk 



Urtudly tri 

StwffiRiliri. Sn V l B nri 

FzE*rtt 


’Carbide- loafs require uw of diamond ht-A 

' ■ Rrjtvrf Sorby warranty is for 5 it machine is not used Guarantees 

i if i nor , *i*r LfiLd! pdf(4 t£uap1 iMeM ptalfi- ifltl'UEh I iced!, replacing UCjtdirJOdJIy if id Will I 

heaw use Mater warranty to 2 years 
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COURSEDIARY 

February: not the most inspiring of 
months, so why not learn a new skill 
to pass the time? 

February 

26 Sharpening with Tormek woodturning* 

27 Fine-tuning hand tools * 

29 Turned boxes 

* Course held in Sittingbourne, Kent 
Axminster Tools & Machinery 

Unit 10 Weycroft Avenue, Axminster 
Devon EX13 5PH 
Tel: 08009 751 905 
Web: www.axminster.co.uk 

27 Introduction to furniture restoration 
(1 day) 

28 DIY in a day - drills 

The Goodlife Centre 

122 Webber Street 

London SE10QL 

Tel: 0207 760 7613 

Web: www.thegoodlifecentre.co.uk 

March 

1 Pyrography - Ben Beddows 
3-4 Introduction to milling 

3-4 Beginners' woodturning (2 days) * 

7 Bandsaws 
15 Bandsaws* 

15 Taster session 
17 Pen making * 

19 Sharpening with Tormek hand tools * 
21 Sharpening 

22- 23 Hollow forms with Nick Agar 

23- 24 Adirondack Chair * 

* Course held in Sittingbourne, Kent 
Axminster Tools & Machinery 

Unit 10 Weycroft Avenue, Axminster 
Devon EX13 5PH 
Tel: 08009 751 905 
Web: www.axminster.co.uk 

19- 20 Sussex Trug making workshop 

20 Horse logging 

Weald & Downland Open Air Museum 

Singleton, Chichester, West Sussex 

PO180EU 

Tel: 01243 811 363 

Web: www.wealddown.co.uk 

6-11 Furniture making skills for 
beginners with Tom Kealy 

20- 23 Woodturning for beginners 
with Mark Hancock 

West Dean College 
West Dean, near Chichester 
West Sussex PO18 oQZ 
Tel: 01243 811 301 
Web: www.westdean.org.uk 

2 Furniture restoration 

5 Introduction to woodturning 

6 Introduction to woodcarving 
10 Basic drill skills 

The Goodlife Centre 

122 Webber Street 

London SEl oQL 

Tel: 0207 760 7613 

Web: www.thegoodlifecentre.co.uk 



BLACK + DECKER 
smoothes the way 


BLACK + DECKER recently launched its new compact 
sanding range for homeowners and DIY enthusiasts, 
introducing new look quarter sheet and random orbital 
sanders. Both new sanders are compact and lightweight, 
making them highly versatile and easy to handle. 

Both models are operated by simply pushing down with 
one hand on the intuitive paddle switch. It can be locked for 
prolonged use, allowing users to focus on the job in hand. 

The integrated precision grip provides DIYers with greater 
comfort and manoeuvrability, making sanding tasks effortless. 

Powerful motors deliver consistent and controlled performance for fast, effective task 
completion. The compact design and square profile of the 220W quarter sheet sander is ideal 
for sanding right into corners, providing maximum access in tight and intricate spaces. Residual 
debris is captured in an easy-to-empty dust bag with tri-layer filtration on the rear of the sanders, 
leaving work surfaces cleaner while reducing the amount of airborne debris. Simply remove the 
bag once the task is complete and empty into a waste bin. The sanders are supplied with easy 
to apply, high performance mesh sanding sheets, which have up to four times the life of standard 
abrasives. Simply apply and remove the mesh with the hook-and-loop attachment. Additionally, 
traditional abrasives can easily be attached with either the hook-and-loop or clips. 

To find out more, see www.blackanddecker.co.uk. 


Protective smocks for turners 

Bearing the ProDesign brand, a new range of woodturner's smocks has been released by The 
ToolPost incorporating many years' experience of using such products in a working environment. 
Available in a range of chest sizes from 32-58in with a generous 150mm oversize allowance 

ensures that a sweater can be worn underneath them, in 
comfort, while retaining adequate room to allow free 
movement. 

They feature a padded, smooth-lined collar, cut low 
in front to increase neck comfort but high in the rear for 
draught-proofing; a double-ended plastic heavy-duty zipper 
that will not scratch workpieces but makes 'comfort breaks' 
more comfortable and has a hefty tag for tumble-free 
operation; cuffs that have hook-and-loop closures for a snug 
fit and to eliminate flapping sleeves but which are also 
elasticated so that even in the most full-stretch position 
movement is never constricted. The sleeves also feature real 
leather wear patches on the elbows and the left sleeve sports 
a handy pencil pocket with two sections. 

Made from heavy-duty cotton cloth in a 'natural' colour, 
which offers high wear and abrasion resistance. Priced at £36, 
see www.toolpost.co.uk. 



Midlands Woodworking 84 Power Tool show 2016 

This year's Midlands Woodworking 84 Power Tool show takes place at the Newark Showground, 
Nottingham from 18-19 March 2016. Now in its third year, this show is one of the most popular 
events on the woodworking calendar. 

There really is something for everyone at the show - turners including Andrew Hall, Mick 
Hanbury, Jennie Starbuck, Tony Wilson and Simon Hope; carvers including Michael Painter 
and Emma Cook; furniture making with Peter Sefton and Peter Tree; sharpening with Nic 
Westermann; Colin Hickman will be demonstrating 'stick making' and Wayne Mack will be 
demonstrating the scrollsaw. 

A visit to the Midlands Woodworking and Power Tool show is probably one of the best days out 
you could have this year. Advance tickets, which save money and queuing, are now available by 
either calling the ticket hotline - 01474 536 535 - or visiting the show website: www.nelton.co.uk. 
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News 


OFFCUTS 


Maker of the 'Hemisphere' cabinet in Gl/l/302, Philipp Stummer 
has recently been awarded a City & Guilds Medal for Excellence in 
recognition of his outstanding performance in Craft Occupations. 

He was also shortlisted for a Lion Award and may receive further 
recognition at the national award ceremony in London this summer. 
There are several award categories, including the People's Choice 
Award voted for by the public. Many congratulations to Philipp 
and fingers crossed that things will go well for him this summer! 

■ ■■ 

Ten Turners Turning will return to Axminster Tools & Machinery's 
Nuneaton branch from 11-12 March 2016. During this two-day event, 
10 professional turners will demonstrate their skills and unique styles 
of woodturning, explaining any useful tips and techniques used to 
produce their own trademark turned pieces. Both Friday and Saturday 
afternoons will see the pro turners competing against each other and 


against the clock in the Ready Steady Turn competition. This time the 
impressive line-up will be Andrew Hall, Andy Rounthwaite, Joe Laird, 
Mark Sanger, Phil Irons, Richard Findley, Steve Heeley, Tracy Owen 
and Axminster's own Colwin Way and Jason Breach. To find out more, 
see www.knowledge.axminster.co.uk/ten-turners-turning-2016 

■ ■■ 

The British Woodworking Federation (BWF) has sadly announced the 
death of Michael Lee, BWF Membership Director, after a short battle 
with illness. Mike started work as a 17-year-old apprentice with the 
National Federation of Building Trade Employers in August 1967, the 
organisation from which the BWF evolved. Mike was front and centre 
throughout the evolution of the BWF and was pivotal in moving 
the BWF to a Limited Company in 2006, and developing into the 
independent, self-sustaining and powerful voice for the woodworking 
sector it is today. Mike passed away aged 65; he will be sadly missed 


Woodworking FfGG 


Reader Ads 


Machinery 


Hegner HBD200XL woodturning lathe with electronic speed, TO 3800 
Multistar Duplex chuck, Vicmarc VM90 chuck, live and dead centres; 
£950. Buyer collects ©01767 316 925 (Beds) 

Axminster woodturning lathe (240 * 330 mm). Extras include 
16 chisels, chuck indexing ring and hole boring kit; £150. Buyer collects 

©01223 503 860 (Cambridge) 

Scheppach Basato 4 bandsaw, little used with four unused spare 
blades; £400 ©01912 367 455 (Durham) 

Multi 9 Kin planer with thicknesser attachment, two blade 
cutterblock, 2 HP motor and cast-iron bed, with DeWa It extractor; £250 

©07881 971 737 (Devon) 

Incra LS precision routing system. Positioner, jumbo right angle 
fence, flipstop and hinge crafter, box jointer router table; £385 

© 01777 870 309 (Newark) 


Myford wood lathe, 32in bed on stand, 6in faceplates, box of tools, 
various turning blanks. Call to make an offer 

©01255 425 058 (Essex) 

Record Power CX2600 dust and chip extractor; £80 ONO, hardly used, 
buyer collects or delivery can be arranged 

©07764311 564 (Lancs) 


Miscellaneous 


Jet wetstone grinding system with extra accessories and special base 
unit. Buyer collects; phone for details 

©01844344 912 (Bucks) 

Axminster cast-iron mitre trimmer, as new; £60. Electric motor, 550 W, 
240V, 1,400 rpm; £40 
©01162 415 548 (Leics) 


Elektra Beckum bandsaw model BAS315-4 GWN55 in excellent 
condition with Elektra Beckum dust extractor SPA1000 complete 
with dust bag, hoses, etc.; £400 ©01795 873 589 (Kent) 


7 in woodworking vice - £55; carpenter's toolbox - £30; skew planes 
(Record and Stanley) - £230 

© 0208 641 4238 (Surrey) 



Simply till out this form, including your name 
and address, and post it to: 

Reader Ads, Good Woodworking, Enterprise 
Way, Edenbridge, Kent TN 8 6 HF 

If you don't want to cut up your magazine, you 
can photocopy this coupon or simply write out 
your ad on a sheet of paper and send it to us. 

Alternatively, if your advertisement is for goods 
worth less than £500, you can email the details 
to tegan.foley@mytimemedia.com 


I am a private advertiser. Please enter my advertisement in the Reader Ads in the following category: 

□ Wanted or □ For Sale under the following heading 

□ Hand tools □ Power tools □ Timber 

□ Machinery □ Turning □Miscellaneous 

My advertisement reads as follows: 


□ My advertisement is for more than £500 . 1 enclose a cheque for £10 made payable to My Time Media Ltd 


Name. 


Address. 


Postcode . 


©. 
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Woodworking 




Kit &Tools 


New products, tools and tests 


Andy King, Technical Editor 
andy.king@mytimemedia.com 



Diamonds are forever 



cut is pretty aggressive. This side is ideally 
suited to initial flattening of new chisels 
or irons and removing small nicks with 
the finer side kept for the honing stage. 

Honing guide 

The honing guide is well constructed and very 
simple to use. It has a couple of drawbacks, 
however: it won't close down to hold a 6mm 
or under chisel - 10 mm is its smallest capacity 
according to the packaging but I found it will 
just about grab an 8mm one. 

The design also secures the blades by lifting 
them up against the top shoulders to ensure 
a parallel hone by means of sloping lower 
shoulders that automatically lift the blades 


This kit has evernthing 
@0® need to sharpens 
hone and polish nour 
tools i hile delivering 
fast and repeatable 
results ever® time 


The mat works well, but with the plate of the 
stone only 8mm-thick, you have to use this 
near the edge of the bench to backoff chisels 
without the handles hitting the bench and 
keeping the blades from sitting flat. 

It would be prudent to invest in a dedicated 
holder to lift the stone high enough to prevent 
this for ease of use in any situation. 

The stone 

The stone itself is excellent. It's super-flat at 
+/- 0.0005in over its surface, with the 1,000 
grit finer side in a continuous solid style while 
flipping to the 300 grit coarse side reveals 
a diamond checker pattern on the reverse. 
These checkers are designed to clear heavier 
swarf deposits that can quickly build up, as the 


D iamonds are not only a girl's best 
friend, but also my favourite 
medium for honing, and Trend 
have long held my gaze in this area with 
their premium double-sided bench 
stone, which has been my firm 
favourite for a decade. For anyone new 
to the diamond honing arena, it can be 
easy to get sucked 
in to buying a cheap inferior stone 
and encounter the pitfalls therein, 
including a lack of flatness, and also the 
diamonds either working loose from the 
plate, or if cheaper polycrystalline diamonds 
are used, premature failure in its ability to cut 
and hone. 

So while a quality stone is a bigger 
investment, the long-term benefits tend to 
speak for themselves. My own Trend stone 
still performs flawlessly after being worked 
hard over its lifespan. 

This particular set from Trend also addresses 
the thorny issue of honing in general by 
including a full kit to allow anyone, from novice 
to pro, to achieve consistent and keen edges on 
standard flat-backed and square-edged tools. 

Alongside the 203 x 75mm double-sided 
stone, there is a honing guide, a piece of 
stropping leather, honing compound and 
cutting fluid for the stone itself as well as 
a non-slip mat for the stone. 
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Diamond honing & polishing kit 



▲ You slide the blade through until it rests 
against the ridge of the required hone angle 


▲ As the guide is tightened, the blade is lifted 
until it is secured against the side tabs 



The wide roller on the guide keeps things very stable as you work on the stone 




▲ Blade projection is sufficient to allow easy 
backing off while still in the guide 


to the correct position as it is tightened. 

This method of gripping the blades may be 
slightly limiting for some as it means that only 
dovetail chisels, plane irons or blades with a 
thickness of less than 7nnm will slide under 
the shoulders to secure them, but that should 
cover most general day-to-day tools. The 
overall width capacity is 58mm, so unless 
you own a No. 8 jointer with a 2^in blade, 
it covers a wide range. 

The side clamping method holds the blades 
well with the jaws always sitting central to the 
jig for balanced honing. You can also add an 
extra nip on the brass knob with a screwdriver 
if needed. 

Sitting the guide with a blade on the setting 
plate, it's simply a matter of projecting it 
enough until it registers against the ridged 
profile to any of the five common angles, and 
then you're ready to go. 



A The honing compound is quite hard and chalky 
when applying to the leather 


The 64mm brass roller keeps the guide stable 
as you work it over the stone, and being 
diamond the cut is very quick and requires 
little pressure. Although the raised burr is 
flat, I found that by applying side pressure 
as you work, the guide allows you to achieve 
a camber on a plane iron if needed. 

Blade projection is more than enough to 
allow the wire edge to be backed off with 
plenty of support on the stone while still in 
the jig - a definite plus point. From here you 
can also strop on the leather and this can 
be done on the bench top, but I'd bond the 
leather to a flat board to give an easier and 
more consistent performance. 

The supplied polishing compound does a 
good job but I found it a little hard and chalky; 
I prefer a softer, waxier compound for this 
task, but in general it does its job as it should 
and lifts the edge that bit more if needed. 



A It does work well enough but the leather is 
best bonded to a board 


Conclusion 

The cost of the kit might seem a bit high, 
especially if you compare it to others, but it's 
great value. You get a large double-sided, 
ultra-flat premium stone, a decent, easy to use 
honing guide and a few other very useful bits 
and pieces, all of which makes it ideal for 
anyone who struggles to get consistent, keen 
edges on the traditional square-edged and 
flat-backed tools we rely on the most, d3 



+ Quality stone; fast, repeatable results; easy 
to set guide 

- Polishing compound is hard and chalky; 
stone is better with a holder, which allows 
you to position it higher for chisels 

Rating 

Typical price: £141.89 

Stone size: 203 x 75mm 

Grades: 300 & 1,000 grit (50 & 15 micron) 

Honing guide capacities: 

Max blade width: 58mm 
Min width: 10mm 
Max blade thickness: 7mm 
Web: www.trend-uk.com 


Our product prices reflect 
typical values as we go to 
press. We cannot guarantee 
these prices, though, and 
thoroughly recommend 
that you shop around. 


How we rate... 

★ Don’t get your hopes up oryour wallet out! 

★★ Well, it works but really needs improvement 

★★★ Performs well, but you will find better 

★★★★ Great performance and value for money 

★★★★★ So good, even Andy would get his wallet out! 
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Kit & Tools 


UJK Bandsaw Buddy 


Easy alianment 



This woodworking gadget handily 
sticks to the bandsaw and is multi-functional, 
but the lack of a measuring scale is a crying shame 


W oodworking abounds with gadgets, 
and while I like a gadget if it has 
worth, I’ve seen loads - some 
good, some bad and some indifferent - so 
when this one turned up, I have to say I was 
a little undecided. 

A closer look shows it to be a well thought 
out piece of kit, and for the bandsaw, certainly 
worth keeping close to hand. 

Although it has only one component, its 
quality cannot be faulted; a bar of anodised 
aluminium with a series of holes drilled that 
when used in conjunction with either of the 
two pivot point holes, allows you to use it as 


a compass to mark up bowl blanks from 
75-400mm at 25mm increments. 

It can also be used as a simple straightedge, 
although it lacks any imperial or metric 
increments on its long edge; an oversight 
in my mind as doing so would add an extra 
dimension, especially for setting the bandsaw 
fence for general ripping and so forth. 

Multi-functional 

It also doubles up as a gauge to set the fence 
parallel to the blade to control blade drift. 

A couple of rare earth magnets secure the 
Bandsaw Buddy to the blade; a groove in front 



▲ Rare earth magnets secure the 
Buddy firmly to the blade 



▲ The fence is brought up 
and adjusted so it is 
parallel to the Buddy 



▲ This simple ruler scale 
makes it easy to set up 
veneer rips 



▲ A series of holes allows bowl blanks 
to be marked up for cutting 



- -I ?-- r ,_+y ''rr ■■ 1 -- VT J T 

of the magnets allows the set of the teeth 
to drop in so that the Buddy sits flat against 
the blade. The idea is to then bring the fence 
up to the Buddy with any difference between 
the blade and the fence accentuated to allow 
you to make any adjustments to the fence to 
bring it parallel to the device. 

Trying it on my bandsaw fitted with a 12mm 
blade it clamped solidly, but would be even 
better on a wider blade, as it would give it 
more surface to contact with. 

Giving it a twist against the blade, it settled 
back in the same position each time so it does 
what it is designed to do, and checking it 
against my fence, which I know to be accurate, 
it addresses it smack on, so it certainly seems 
reliable for a quick check every now and again. 

For me, the most useful of all is the simple 
but effective metric scale on one end. Only 
20mm of markings, and in lmm increments, 
the idea is that you can adjust your fence using 
the Bandsaw Buddy and set it consistently for 
finer veneer cuts, and if you've set the saw 
fence previously with the Buddy, the resulting 
veneers should cut consistently. 

Conclusion 

You could of course use a steel rule or similar 
to do the same, but the beauty of the Bandsaw 
Buddy is that with its rare earth magnets, it's 
designed to be stuck to any metal surface on 
the bandsaw so it's always to hand and within 
reach, which is useful in its own right, but in 
my opinion, it's just a pity it doesn't have that 
ruler function! H£3 



+ Neat multi-function; sticks to the saw for 
easy accessibility 

- No measuring scale on long edge 

Rating 

Typical price: £19.99 
Length: 250mm 
Circle diameters: 75-400mm 
Web: www.axminster.co.uk 
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GET INSPIRED 



THE MOST 
ADVANCED 
KREG JIG® YET. 

The Kreg Jig K5 combines 
the best features from every 
jig we’ve built before, with 
advanced, all-new features. 
Easy to set up and use, the K5 
produces perfect pocket holes 
and creates tight joints in all 
types of wood. 





Find your nearest stockist 


/piling cfust-collection 
tort accepts standard 
32mm vacuum hose 


1 Storage wings provide 
built-in storage for bits, 
screws & accessories 


Front-mounted clamp y 
handle for easy clamping 


kregtool.eu n nra 
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i Kit & Tools 





O ver the last few months I've done a bit of lathe demo work, 
turning a few pen kits and the like at a few shows to 
demonstrate that, as an amateur, you can achieve some 
decent results, but I didn't think I was ready to attempt any real 
woodturning, at least, not in public! 

I have been experimenting at home, though, and also watched the 
real turners at shows whenever I got the chance to try and pick up 
some tips. Spying a really nice little textured turning by Chris 


Pouncy, I asked what was involved and 
after a quick demo, it looked so simple 
that I put it on my to try' list! 


Texturing 

This particular texturing tool from Crown is 
quite short so it's better suited to smaller or 
shallow work. There is also a longer handled 
version available for bigger work, which also 
allows you to impart texture into a deeper 
turning where the short handle version doesn't 
give enough cantilever at the handle end to 
afford good control. 

The clever part of texturing tool comes 
both in the profile of the wheel as well as 
the angle it addresses the work, and simply 
altering these makes a difference in what 
pattern is imparted on the work. 

The thick sleeve, secured with a couple 
of hex screws, can be rotated as well as slid 
along the tool shaft to alter the overhang and 
has a large flat that sits on the toolrest to give 
maximum support in use. 

A set of indexing marks on the sleeve of the 
tool allows you to set the angle of the wheel 
consistently to gain identical patterns, as well 
as reversing the angle for cross knurled and 
chevron effects. 

In this particular area I did find that when 
the wheel ran in one direction it was fine, but 
swinging the position to give a reverse to the 
first angle, the small brass retaining screw 
for the wheel could unscrew under load as 
the wheel runs in the opposite direction. 

I found that in this situation, it needed 
additional nipping with a pair of grips as the 


A The sleeve rotates to register against 
the cursor mark on the tool shaft 


A A flat on the sleeve sits on the toolrest, which 
delivers support and retains the correct angle 


A Simple dimpling can be made... 


A ...with the wheel positioned upright 


Texture your 
turnings 

This clever tool from Crown allows you to 
add a unique textured appearance to your 
turnings - go on, experiment away! 
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Crown mini spiralling tool 



screw is too small to gain adequate pressure 
from fingers alone. Simple enough, but I would 
guess a hex wrench fitting would be the better 
option here. 

In use 

Before I got too involved, I experimented in 
order to get to grips with it, opting for a flat 
face platter-type piece as well as an outside 
edge on a simple cylinder turning. It's certainly 
a wise move as it does require a bit of work to 
get the tool addressing the work correctly in 
order to achieve a clean and consistent cut. 
Also, speed is important and I found a slower 
speed worked well for me. 

After starting off at around i,ooorpm, I was 
initially finding the tool difficult to engage 
and it was skidding, but simply slowing the 
lathe speed to around 600 - 700 rpm altered it 
dramatically, and allowed me to address the 
work and get the cut started very easily. 

Doing practice cuts is definitely advisable 
when you first start out, and if things do go 
wrong it's very easy to simply turn the wonky 
bit away and have another go, which is far 
better than spending time on a nice piece 
only to ruin it by getting the texturing wrong ! 

It's also worth experimenting on different 
timbers as well. I found a harder close-grained 
timber such as maple worked well for a crisper 
definition. Sapele worked reasonably well and 
being that bit softer, it was easier to get the tool 
to cut in, but trying it on a spiral on the dished 
centre of the platter face where the grain 
pattern goes from long to cross, the shorter 
grain and softer timber stripped the profile - 
a good testimony to practice and timber 
selection before starting the final piece! 


▲ Altering the angle.. 


A Working the face on this 
softer sapele gives fast results 



Conclusion 

With two spiralling wheels supplied, there's 
also an additional wheel available for other 
texturing, which is more than enough to 
experiment with and alter the designs and 
patterns on many pieces to make your mark. 
I'll certainly be having a bit more of a delve 
into the nuances over the next few weeks! SS 


A This spiral attempt shows the problem of 
crumbling short grain on softer timbers 



f AA j 


The Woodworking Verdict 


+ Allows you to add a unique look to your 
turnings; great for trying out and 
experimenting with different texturing effects 

- Wheel retaining screw can work loose 

Rating ★★★★ 

Typical price: £ 44 - 95 ; 17-tooth texturing 
wheel - £19.96 

Spiralling wheels supplied: 17 and 27 tooth 
Indexing markings: 180° in 15 0 increments 
Web: www.axminster.co.uk 



A ...allows a chevron style to be introduced 



A Deeper profiles are well defined 
if they aren't too close to each other 



A Experimenting with texture 
and colour is all part of the fun! 
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around 70kg it worked a treat. Even as it starts 
to rise there's no effort needed to continue the 
lift; I simply squeezed the bulb as much as 
needed and up it went - brilliant! 

So in an on-site fitting environment - doors 
and windows are the obvious scenarios here - 
you'll need to check before positioning against 
potential sharp objects in case of possible 
puncturing, but it'll easily cope with standard 
brick and block or between timber studs. 

The Hedgehog bags came into their own 
when fitting a new door and frame to my 
workshop. With the frame in the opening, 

I used them to plumb the frame and also to 
adjust the cill for level and the position was 
held very securely while I drilled and drove 
home the fixings, freeing up my hands to 
slide in packers at the appropriate places. 

They also worked in positioning the door 
in the frame to check the fit and when marking 
the hinges, but the bags work best when they 
can be set centrally so the bag can inflate 
uniformly. 

With a rebated frame the bags can't slide 
right in centrally so as you pump them up, if 
you apply too much pressure, as it inflates it 
can begin to slide out, but I found a nipping 
pressure more than adequate to hold the door 
in place. The only real downside in using the 
bags is that they are sold singly. A pair also 
allows very easy adjustments to be made to 
level anything up and slide in packers to set the 
level, and then reposition them to shunt across 
to the correct position. 

Conclusion 

Anything that needs trapping in an opening, 
lifting or levelling, this piece of kit does 
with ease, but one just isn't enough ! 0 E 3 


The Woodworking Verdict 


+ Easy to position; lifts any heavy object 
without any strain 

- Need to check for sharp protrusions; ideally 
you need more than one 

Rating ★★★★ 

Typical price: £15 each 
Max lift: 120kg 
Size: 160 x 160mm 
Max packing width: 60mm 
Web: www.easyairwedge.com 


! Kit & Tools Hedgehog Easy Air Wedge 


Lifting 


made easy 

Easy to position and capable of lilting many an 
object without strain, it's a shame the Hedgehog 
Easy Air Wedges are only sold individually 


H aving fitted my fair 

share of windows and doors 
and using all manner of wedges and 
screwdrivers to hold things while I set any 
fixings, I’ve always got by, so I was a little 
sceptical when I received the Hedgehog Easy 
Air Wedge for review. 

Its purpose is to not only shim a door or 
window frame across or up, it will also apply 
enough pressure (it will lift up to 120kg) to 
trap it in position in an opening while you 
make any further marking or drilling for fixings. 

Made from a thick, durable Tarpaulin TPU 
(Thermoplastic Polyurethane), it's resistant to 
scuffs and abrasions, making it ideal for sliding 
into thin gaps between frames and will fit into 


▲ The bulb is squeezed to inflate the bag as 
needed; even heavy weights are easily lifted 


► Used as a pair, 
doorframes are 
easily adjusted 
for plumb, ready 
for fixing 


▲ An indication of how powerful they are. 

This is a heavy washing machine, easily supported 


A It's equally simple to lift the frame 
as a unit or to adjust one side for level 




a 2 mm-wide opening. 

Once in position the bag 
is inflated with the bulb, 
squeezing it until the bag 
tightens into the gap enough 
to hold the frame or workpiece 
securely in the opening, or to 
shunt it along or up until it's 
correctly positioned. A push on 
the button on the bulb lets the 
air out so you can easily tweak a 
position by pumping up or releasing 
air accordingly. 


Many uses 

The bag construction is such that as it inflates 
it doesn't expand like a balloon; the welded 
seams and material used constrain the bag so 
that as it inflates, the bag expands while the 
seams pull in to allow for it. This gives around 
70mm of expansion available for moving or 
securing. It also proves useful for sliding under 
heavy objects, such as furniture or machinery, 
to lift it enough to slide something beneath to 
allow easier moving. 

I decided to put it to the test by trying it 
under the washing machine at home; at 
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Quality • Innovation • Performance 



Beyond 


all expectation 



KSS Circular Saw Series 

The most comprehensive crosscut 
saw range in the world 


R tafell AG have a full range of their Multi 
Function 5 in 1 saw systems to suit all 
mentsftrom the KSS300 which is ideally 
suited to the flooring industry to the KSS60 & 
KSS80 which have a bigger depth of cut and 
are ideal for roofing and cutting Jack Rafters 

easily & accurately. 

All saws will allow the user to perform Cross- 
cuts, Mitres, Compound Mitres, Plunge cuts 

B and Rip cuts. 

models are also available as cordless 

versions. 


The smart stop and adjustable fence allow The highly graduated scale 

the saw to be used for angle cuts from - 60 ° to + 60 ° permits very precise angle settings 



Model 

Crosscut at 
90° 

Cutting depth 
at 90° 

Cutting depth 
at 45° 

Angle cuts 

Available 
in Cordless 

KSS300 

300mm 

40mm 

27mm 

-45° to +60° 

Yes (18v) 

KSS400 

400mm 

49.5mm 

38mm 

-60° to +60° 

Yes (36v) 

KSS60 

408mm 

61 mm 

47mm 

-60° to +60° 

Yes (36v) 

KSS80 

370mm 

82mm 

55.5mm 

-60° to +50° 

No 



NMATOOLS.CO.UK 

Email: info@nmauk.com Tel: 01484 400488 


Unit 1 

Brookfoot Business Park 
Brighouse 
HD6 2SD 


D&M 

TOOLS 


I 


'THE 


TOOL SUPERSTORE 

HAND, POWER TOOLS & MACHINERY SPECIALIST 


DM-TOOLS.CO.UK 


YOUR TRUSTED PARTNER 

D&M Tools has been family owned and managed since 1978. 
During that time we have earned a reputation with our customers 
as a trusted partner. Whether you are a trade professional or a DIY 
enthusiast, our mission is a simple one - to supply top quality 
tools at the best value for money, backed up by a service 
you can trust. 

LOW TRADE PRICES! 

Whether you're buying online, by phone, email, post or visiting us 
in-store, D&M provides you with the widest range of quality hand, 
power tools and woodworking machinery all at the keenest prices. 

UVER ID, DUD LINES IN STOCK! 

We hold massive stocks, meaning that most items are available for 
despatch the day you order it. Our website shows up to date stock 
availability, so you can order with confidence. 


FREE DELIVERY 

Delivery to UK mainland addresses is free 
for most orders over £99 and for orders 
under £99 is only £5.95. See the carriage 
rates on our website for full details. 


1 HR DELIVERY WINDOW 

We use DPD Predict for the majority of our deliveries (except heavy 
or oversize items) so you will receive a 1 hour delivery window via 
email or text meaning you don't need to wait in all day. 

SHOP ON-LINE 24HRS A DAY 

Visit our easy-to-use website to see what we mean about range 
and value. Browse and buy with confidence 24hrs a day from the 

biggest brands in the business, all 
at prices you'll find hard to beat. 

Here you will find all our latest 
offers and deals. 

Why not subscribe to our 
regular emails to keep up with 
our latest deals and offers or join 
our D&M Loyalty Scheme and 

earn valuable loyalty points every 
time you shop. 

More details on our website: 

www.dm-tools.co.uk 


MAKE A DATE IN YOUR DIARY.... 
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OUR CUSTOMERS LOVE US! 

We are regularly receiving 5 star reviews on the independent 
review site Trustpilot, as well as testimonials direct from our 
customers, here are just a few: 

★★★★★ 


020 8892 3813 

MON-SAT 8.30am-5.30pm 
(CLOSED BANK HOLIDAYS) 


D&M 

TOOLS 


"D&M tools are very well priced, turn up on time and have 
superb telephone support just in case anything goes wrong. This 
is a business I will use in the years to come. Thanks for a job well done." 

★★★★★ 

"Quick Quality Quantity and Value - D&M offer a fast efficient service 
which they couple with an excellent range of manufacturers tools which 
are always available in the numbers you need at a competitive price." 

★★★★★ 

"Best customer service... Ever! - 1 believe the real test of a 
companies customer service is when they have to deal with problems. 

My delivery came quickly and well packaged. I had an issue with the 
tool after about a month of use. The guys in the phone quickly arranged 
for collection, repair of the tool and return with great communication 
throughout. Very pleased with the way they resolved my issue." 

★★★★★ 

"Brilliant prices and brilliant service - 1 have now traded with 
D&M Tools twice now and both times have received impeccable service 
and also nothing is to much trouble for their staff to sort out." 

★★★★★ 

"Excellent service makes a refreshing change - first time I have 
used this company, was quite amazed by the quality and speed of service 
and delivery, a fine example of what can be done with first class staff." 


★★★★★ 


"Best place for tools online - I've bought a lot of gear from D&M 
Tools over the last few years and they always provide a first class service, 
plus they always seem to have everything I need at the time." 








Solutions 


Anatomy of a plane 

Dissecting a plane to see what the ‘chipbreaker’ really does 



▲ Pic.i I’ve made a jig that lets me check 
the cap iron’s fit while under pressure 


I t was about the end of the 18th century 
when ‘back irons' began to be screwed 
onto the ‘irons' of wooden ‘bench' 
planes. I was taught (many years later, 
of course!) to call them ‘cap irons', but some 
people, including many of my internet 
contacts, call them ‘chipbreakers' because 
they see that as their intended purpose. 

The deep-throat construction of wooden 
bench planes actually makes it impossible 
for the bench worker to observe closely how 
the irons work together. But this has not 
prevented people from writing very similar 
and guite dogmatic accounts of what happens 
as a shaving is peeled from a workpiece. 

In his book Tools for Woodwork, Charles H 
Hayward, describes the splitting action (visible 
in Pics.3 & 4) and then goes on to say that 
the back iron “breaks the shaving almost as 
soon as it is raised. Being thus robbed of this 
strength, the shaving cannot lever up the 
wood in front of the cutter, and a split is 
thus avoided.” I have never understood this. 

So I recently bought a cheap, Bailey-pattern 
smoothing plane and used close-up digital 
photography (a modern-day magic that was 
not, of course, an option for Hayward) to 
get a slow-motion look at what actually 


happens. The only limitation imposed by this 
photographic experiment was that I had to 
set the plane to make shavings thicker than 
we usually would use. However, the statement 
I'm guerying can only apply to shavings that 
are thick enough to act as a rigid beam. 

Cap iron action 

In Pics.3 & 4 you can see a wide space 
between the front lip of the mouth and the 
cutting edge (the shaving aperture). The cap 
iron's ‘setback' was about 1.6mm from the 
cutting edge. In this situation the blade's edge 
is acting as a cleaver and has created a split. 

As the fibres, which in this example lie at 
about 10° to the workpiece edge, were raised 
they were turned clockwise through 35°. 

Here the split reached the point where after 
less than a millimetre of further travel, the 
shaving broke, leaving behind a torn surface. 

In both close-ups, the roots of the shavings 
show marks where they are fractured, telling 
me that, cap iron or no cap iron, shavings are 
ruptured only by the blade itself. 

If you follow the advice to set the cap 
iron and blade edges very close (Pic.7), 
a rather different shaving is generated. 

It looks to me as though fibres could not be 


lifted because they were pressed downwards 
by the tip of the cap iron. One penalty is that 
the plane becomes harder to push and 
shavings are more likely to be forced 
between the cap iron and the back face. 

In the wide-shaving aperture (Pics.3 & 4) 
you can see the splitting that causes tear-out. 
However, if the fibres cannot be lifted, they 
cannot be split. In Pics.5 & 6, the front lip of 
the mouth has been reset so close to the edge 



▲ Pic. 2 Moving to the right, cutting with the 
grain, the edge has cleanly severed some fibres 
while the back face pushed them upwards 


A Pic.3 Here I’m planing against the grain 
without a cap iron; note the stress marks 
at the root of the shaving 


A Pic. 4 Planing against the grain using a cap 
iron. Note the torn surface, the stress marks 
and the kinks in the shaving 
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Close-up on cap irons 



Sob 


Base of the Frog 


Yoke 


I cut away part of a cheap smoothing 
plane to show how it tears the grain 


Cap iron 
Blade 

Lever Cap 

Fulcrum Screw 

% 


Tip of the 
Lever Cap 

Front Up 


of 


Up dose 

In 61/1/173 I also 
looked at the 
way shavings are 
made, but I used 
a single-ironed 
rebate plane. 
Removing part of 
a flank of a cheap 
smoothing plane 
has let me use a 
digital camera to 
get a magnified 
view of the action 
of this double-iron. 
The plane is fixed 
to a support that 
is fixed to the base 
of a camera stand. 

I used the screw 
of a cramp head 
to feed the 
workpiece along 
the plane 


that it positively holds down the fibres 
immediately in front of the edge. Instead 
of acting as a cleaver, the sharp edge does 
a proper surgical job. 

Best practice 

When aiming to avoid tear-out on tricky grain: 

■ Set the cap iron edge about 1.5mm from the 
cutting edge. 

■ Use the finest practicable cut. 

■ Adjust the shaving aperture to comfortably 
allow the passage of a 0.1mm (4thou) feeler 
gauge when inserted parallel to the blade. 

Of course there are times when progress is 
more important than finesse and a very fine 



▲ Pic .5 Planing against the grain, using a cap 
iron and a fine shaving aperture 


aperture can be inconvenient. 

If you care to invest in a thicker blade, 
you might consider adopting the method 
suggested in 6I/I/180. This involves inserting 
the new blade and resetting the frog to create 
the above shaving aperture. For run-of-the-mill 
jobs, revert to the wider shaving aperture you 
get when fitting your standard blade. 

Cap iron lore 

Because the adjustment yoke operates via 
the cap iron, too much setback can make 
the edge project so far beyond the sole that 
the adjuster knob cant wind it right back. 
Given half a chance, a shaving will try 



▲ Pic. 6 Planing against the grain without a cap 
iron and a very fine shaving aperture 


to climb up the back face and jam between 
a badly fitting cap iron and the blade. To 
effectively check my filing of a cap iron's 
contact area, I simulated the actual working 
situation by making a simple jig from a lever 
cap and a piece of 50 x 25mm. 

Also check the contact area at the lever 
cap tip. Unless the tip rides on the crest of 
the cap iron's curve, the operation of the 
blade-setting knob can become erratic. 

One last point: low-angle, bevel-up' bench 
planes have a cutter geometry very similar to 
bevel-down planes. They have a reputation for 
leaving an excellent finish... and they do not 
employ cap irons! S3 



▲ Pic.7 Planing oak against the grain with a 
very finely set cap iron 
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Solutions 


Optimum sharpness 

For a super sharp edge on your planes and chisels, 
you need to optimise the back face, says Jeff Gorman 



▲ Pic.i A chisel needs to have very sharp edges for accurate paring 


narly grain needs a super sharp 
plane iron, and for paring dovetail 
lands (Pic.i), the chisel must be so 
sharp that it responds to the lightest 
touch. Now, to get super edges, you may 
have produced polished micro bevels, but for 
ultimate sharpness we have to give time (and 
quite a lot of effort) to polishing the adjacent 
surfaces - the back faces. 

Sharpening the back face... 

If you can, remove any deep grinding marks 
or rust pits on a diamond sharpening plate or 
a new, dead-flat stone, just how much of a 
blade's length you prepare in this way depends 
on your life expectancy: just how much do you 
realistically expect to use in the time left to 
you? Working on a third to a half of the length 
is probably sensible. 

Next, take a piece of plate glass about 280 
x 60 x 4mm and, using a flexible adhesive, 
mount this on a slightly wider and longer 
wooden base. I suggest this size because it 
suits a quarter-width sheet of aluminium 
oxide or silicon carbide abrasive paper. 

Cut your paper and fix it down with a 
strippable adhesive such as 3M Spraymount. 
Once the back is flattened, most of the work 
consists of removing the scratches from the 
previous operation, so it could be prudent to 
start with a grit that's a bit too fine. Then, if 
progress is slow, you can go back to a coarser 
grade. Rub with the blade at about 45 ° to the 
line of movement, then turn through 90 0 and 
rub again. This might hurtyourthumb and 
fingers and make you want to give up, in which 
case try searching your box of odds and ends 


for a rubber suction cup and make a Vropa (see 
Fig.i, Pics.2 & 3). The alternative would be 
to buy a valve lapping tool - a rubber sucker 
on a stick! - from a good car accessory shop. 
When you have removed all the previous 
scratches, progress to the next finer grade, 
vacuum cleaning the work area before each 
change. Complete this stage with 1,200 grit 
or finer. 


... and polishing up 

Make a wooden lapping plate by planing a 
smooth, flat surface on the end-grain of 
a hardwood with a cross-section about 200 x 
40mm. Do not smooth it with any abrasive 
paper. I used European beech that didn't wear 
and held the polish quite well (Pics.2 & 3-) 

Rub a chromium oxide buffing soap onto the 
wood, and make it spreadable with a few drops 




A Pic. 2 Instead of hurting your thumbs 
and fingers as you polish... 




A Pic .3 ... why not try my little invention, 
the flamboyantly named Vropa 


A Pic. 4 How to get the right angle. The edge is 
square, but the blade is leaning towards us... 
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▲ Pic.5 ... and remains square, 
though the blade is leaning away... 


Make the shaft of 
- the Vropa from a 6” 
length of 3/4” dowel 


Section through the 
shaft shows how the 
suction pad is fitted 


- Air vent 


Rubber suction cup 
from a child's toy 


A Fig.i My thumb-saving invention, the Vropa 


(argon busting 

Arris: The line formed at the intersection 
of two surfaces 

Micro bevel: A very narrow bevel formed 
on the honing bevel that in turn rests on 
the grinding bevel 

Vropa: Pronounced Vee-roper. Vertical 
rectilinear oscillatory pressure applicator. 
It's my gadget so I can invent as pretentious 
a name as I like! 




A Pic. 6 ... but getting the chisel square A Pic.7 Here the blade is vertical 

both ways makes it look transparent but the edge is out of square 

Polishing or honing compound 

Used just for the purpose of chisel back faces, a bar of polishing soap should last forever - 
you could divide a chunk with a couple of friends and still have more than enough. Try a soap 
specified for polishing hard, ferrous metals, but bear in mind that the frequently recommended 
jeweller's rouge is really intended for soft metals. Some car paint cutting compounds and 
chromium polishes will also do the job, but the water content of some creams might swell 
the wood. If you're lucky enough to have any contacts in metal polishing trades, they would 
probably make an excellent source of scrap ends of polishing soap. Otherwise, you can get a 
reliable bar from Ashley lies - www.ashleyiles.co.uk/turning_tools.html - or Axminster Tools 
& Machinery - www.axminster.co.uk 


EH7 

Remember that the long arrises between 
the back face and chisel sides will have 
been sharpened, too. So be careful - 
especially if you have worked up a new 
chisel! 


of paraffin or white spirit. You'll feel rewarded 
when you see the back of the blade becoming 
more and more reflective as you slog away 
until, according to one internet wag, " you 
can use it to inspect your nasal hairs.'' 

Note of warning 

When paring with the chisel back down, 
across the cheek of a tenon for example, 
a straightforward push should generate a 
well-controlled cut. However, if the back face 
suffers any rounding (dubbing), there will 
be a minute clearance between the cutting 
edge and the wood. This will mean that to 
get the tool to cut, the handle has to be 
lifted, and the surface no longer guides 
the tool. So, while some people swear by 
the benefits of stropping the honing bevel 
on a felt wheel, I suggest that you resist the 
temptation to machine strop a chisel's back 
face, and make do. 

Putting the edge to work 

To strike a blow with the chisel, it's often best 
to stand behind the tool, yet to see whether it 



A Pic. 8 You can use your polished back face 
for a better look at what you're doing 


is vertical we need to sway to one side to judge 
the angle. The snag with this is that while 
straightening up, it is possible that the chisel 
shifts as we move, but there is an answer. 

With the mallet in hand, adopt the pose for 
a striking blow, and shift the handle until 
you see the reflection of the workpiece edge 
(Pics.4&5), so that as you align it with 
the actual edge, the chisel almost looks 
transparent. The chisel will now be vertical 
(Pic.6) and you can strike knowing that 
your cut will be square to the face of the 
workpiece. You can also avoid some bending 
and stretching by using your elite chisels as 
handy mirrors, too (Pic.8). S3 
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treatex 


^ Nam rally sitftPi wo»jtl ftniiJies 


Protect and enhance the natural beauty 
of wood with Treatex Hardwax Oil 


Treatex Hardwax Oil 

protects and enhances the 
appearance of all types of 
internal wood surfaces including 
floors, stairs, doors, furniture and 
worktops. Treatex Hardwax Oil is 
manufactured on a base of natural 
sustainable raw materials: jojoba 
oil, linseed oil, sunflower oil, 
beeswax, candelilla wax and 
carnauba wax. 

• Brings out the timber grain 

• Adds warmth to wood 

• Easy to apply 

• Quick drying 

• No sanding required between coats 

• Low odour 

• Resistant to spills of water, wine, 
beer, coffee, tea and fizzy drinks 

• Withstands high temperatures 

• Very durable 

• Easy to clean and maintain 

• Spot repairable 

• Safe for use on children’s toys 

tel: 01844 260416 
www.treatex.co.uk 


hand tools and wood chisels specialist 



COFFIN SHAPED 
MALLETS 

Lead wood and Wild Mango 

(super weighted head) 



29 m 


>04 V N \v * Order online today at 

^ V www.toolnuf.CQuk 


or call to order on 01424 224269 
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Plana 3.1c • 4.1c • 6.1c Professional Planer /Thicknesses 

With optional slot mortising attachment 


Scheppach have been manufacturing combined planer/thicknessers for more than fifty years! Scheppach 
Plana 3.1c (247x180mm) / Plana 4.1 c (308x220mm) / Plana 6.1c (408x230mm) surface planing & thicknessing 
machines with optional mortising attachment continue the Scheppach tradition of offering many features which 
will guarantee the best finish of any similar machine including the patented feed system which eliminates 
indentation marks from the feed rollers. 




V Woova 3.0 FREE ' 

( with Plana 3.1c & 4. 1 c \ 
RRP £399.00 inc VAT \ 


Woova 4.0 FREE 

with Plana 6.1c 
RRP £750.00 
^ inc VAT 


mSSKlmrh a 
^Powalftatsprodukte 
' Seit 1927 


My 


Plana 4.1c shown 
with optional slot 
mortising att 


Order any Plana Series machine specified below by close of business on 30th April 
201 6 and get a Scheppach Woova 3.0 FREE OF CFIARGE (Woova 4.0 with Plana 
6.1c) ensuring maximum extraction performance and a clean workshop environ- 
ment in addition to superb planing efficiency. 


Plana 3.1c shown with optional 
slot mortising attachment 


Plana 6.1c shown in planing 
mode (with optional mortising att) 


Plana 6. 1 c shown in thicknessing Woova 4.0 extractor 

mode 


Model 

Planing / Thicknessing 
capacity mm 

Price EXC/INC VAT 
Price includes extractor 

Plana 3.1c Basic Machine + Woova 3.0 Extractor 

247 x 180 mm 

£1,291.67/ £1,550.00 

Plana 4.1c Basic Machine + Woova 3.0 Extractor 

308 x 220 mm 

£1 ,745.83 / £2,095.00 

Plana 6.1c Basic Machine + Woova 4.0 Ectractor 

408 x 230 mm 

£2,600.00/ £3,120.00 

Slot Mortising Attachment for Plana 3.1 c & 4.1 c 

N/A 

£204.1 6/ £244.99 

Slot Mortising Attachment for Plana 6.1c 

N/A 

£230.00 / £276.00 


A 


Scheppach planing machines have been sold and serviced in the UK by NMA since 1972. Go to nmatools.co.uk and see what users say about NMA unprecedented service. 
All prices Ex works, carriage extra. WE ARE MOVING. See below for our new address. 


nma www.nmatools.co.uk 

AnrMc:.i'?; l m Unit i , Brookfoot Business Park, Brighouse, HD6 2SD Emai1 - sales@nmauk.com 









Project 


Uku can do it! 



In the first of a three-part series on making your own 
tenor ukulele, Shaun Newman takes you through 
the initial steps of construction 


T he ukulele is currently enjoying 

unprecedented success in Britain and 
its popularity is showing no sign of 
diminishing. In this series of articles, 

I hope to show that making a really good 
sounding instrument, using no more than 
moderate woodworking skills, is possible. 

Readers may wonder why this diminutive 
of stringed instruments, which originated in 
Portuguese Madeira but moved out to Hawaii 
towards the end of the 19th century, has such 
stature among both players and makers. The 
'machete de braga', a small four stringed 
instrument, was introduced into Hawaii by 
sugar plantation workers from Madeira who 
celebrated their safe arrival on the island by 
giving street concerts and singing Portuguese 
folk songs to the indigenous people of Hawaii. 
Their music, and the machete, became an 
instant success and drew the attention of the 
local Howoiion Gazette. Within weeks, locals 
were asking where they could get a 'ukulele' as 
they called it in their own language... the literal 
translation of which means 'jumping flea V It 
seems that among the immigrants who made 
the journey from Madeira to Hawaii were three 
skilled cabinetmakers who were promptly 
persuaded to set up an instrument workshop to 
make jumping fleas. Their work, it seems, even 
attracted the attention of the king of Hawaii 
(King David Kalakaua) who not only became an 
avid player but also made his own instruments. 


Popularity 

But still this does not answer the question 
regarding popularity today. For instance, why 
do many primary schools now offer ukuleles 
to pupils as a first choice instrument over, for 
example, the recorder? Well, it is relatively 


A Pic.i A scale working plan is a must 
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easy to play from day one, and can be used 
to accompany singing or it can be played 
at a virtuoso level that is really inspiring to 
young musicians. It is worth looking at Jake 
Shimabukuro playing While my Guitar Gently 
Weeps on YouTube. He already has over 14 
million hits! There are also some clues in its size. 
First, it is a very portable instrument, light and 
with a strong and sonorous voice. Many feel 
the sounds it makes are extremely uplifting 
and cheerful. It is also relatively cheap and it is 
interesting to note that in the USA, for example, 
during the great depression, ukulele sales were 
at their highest. Further, there are many types 
of ukulele ranging from the very small soprano 
to the concert, the tenor, the baritone and the 
bass. They all have just four strings, but as the 
size increases, the tuning may vary. 

This series of articles will concentrate on 
the tenor ukulele. I chose this type as it is 
big enough not to be annoyingly fiddly while 
it is being made yet it is still small enough 
to reduce the cost and be light and easily 
portable. I will also be explaining the 'Spanish' 
or 'slipper heel' method of construction. The 
alternative method is known as the 'box' 
method. In the former, the neck and heel are 
fitted integrally as the whole instrument is 
being made. With the latter, the sound box 
is made and the neck is fitted afterwards. 

Timber and tools 

Original Hawaiian ukuleles are made from koa 
but, as this is an endangered timber, I chose 
not to use it. The instrument can be made from 
almost any tonewood. Popular choices include 
rosewood, walnut, cherry and mahogany for 
the back and sides, and spruce or a hardwood 
for the front. This ukulele is made from plain 
maple for the back and sides and Sitka spruce 
for the front. The neck is mahogany while the 
fingerboard, bridge and headstock face are 
rosewood. The inlays are red and black dyed 
tulipwood and white sycamore. 

One or two specialist tools are required, 
and these will be described during the 
construction method. Notable, however, is 
the need for a bending iron to get the correct 
shape for the sides, a trammelling router base 
to cut the channel for the soundhole inlay, and 
a thicknessing gauge to ensure the back, sides 
and front are evenly reduced to around 2mm. 

If the intention is to make several instruments, 
then it is worth buying these specialist items 
from a supplier, such asTonetech or Stewmac 



▲ Pic. 2 Components of the mould marked onto chipboard 



▲ Pic.5 Attaching the template onto a side piece ▲ Pic. 6 The 'spindle moulder’ 

in action - watch your fingers! 
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▲ Pic.7 The underside of the mould 


▲ Pic. 8 The mould 
varnished on the 
inside and ready 
to use 


► Pic.9 Planing the 
bottom edge of 
the sides 




▲ Pic. 10 The No. 080 cabinet scraper in use 


▲ Pic . 11 Bending the sides on the hot iron 



(see suppliers sidebar at the end of the article). 
Alternatively, each can be homemade and 
can do a perfectly adequate job. The bending 
iron, for example, can be made from a 250mm 
length of cast-iron drainpipe attached to a 
gas-operated blowtorch. There are several clips 
on YouTube showing how one can be made. 

The trammelling router base can be made 
from plywood with the shank of an old 
4mm drill to act as the pivot. Instead of a 
thicknessing gauge that can take readings 
across a wide piece of tonewood, it is 
possible to use a simple Vernier and provided 
the material is planed evenly, the edge 
measurement will be a good guide as to the 
overall thickness. Finally, wooden cam clamps 
are a real necessity but can also be replaced 
by 'G' cramps, swivel handle ones or spring 
clamps. Apart from these specific tools, the 
rest will normally be found in the box or 
somewhere in the workshop. 

A word about glue: purists will still insist on 
hot animal glue, but modern adhesives are 
superior and more straightforward to use. Most 
instrument makers use Titebond, and usually the 
'Original' brand. It is fast grab, dries hard, can 
be easily sanded and does not inhibit sound. 

Getting started 

I would strongly advise on buying a working 
plan (Pic.i) for a tenor ukulele as it is always 


◄ Pic . 12 The sides held in the mould 






Making a tenor ukulele: part l 


reassuring during the construction process to 
check that everything is going right and the 
measurements and layout are not getting out 
of kilter. There are many plans available and 
some can be downloaded free online. 

The next stage is to make a mould in which 
to build the instrument. Some makers use 
a workboard instead, but I find the mould 
holds everything very firmly in place so that 
when the instrument goes three-dimensional, 
nothing will have moved out of line. The mould 
is made from 19mm melamine-faced chipboard 
(Pic.2) and held together with coach bolts. The 
melamine resists wood glue quite well so you 
don't end up wrestling the instrument out of 
the mould if you have accidentally glued it in ! 
The components of the mould are cut out with 
a jigsaw (Pic.3) The shape of the side of the 
ukulele is taken directly from the plan and 
transferred to a piece of 6mm plywood (Pic.4). 
The inside edge of this is cut on the bandsaw 
and finished carefully as it will be attached 
to the underside of each piece that makes up 
the sides of the mould (Pic.5) and acts as the 
profile to a bearing-guided flush cutter in the 
router. I used my homemade 'spindle moulder' 
to cut the sides accurately; this is a plunge 
router screwed to a board and attached to the 
underside of a Workmate. The bearing-guided 
flush cutter is adjusted to the correct height 
and each side piece can be shaped to an 
identical form to offer perfect symmetry to the 
mould (Pic.6). The base of the mould needs a 
centre support and I put two 'feet' either side 
so that it would sit evenly on the workbench. 
The centre strip doubles up as reinforcement 
that keeps the neck area straight and flat, 
but it also means the mould can be held in 
a vice (Pic.7). Once the inside of the mould 
is complete, it is varnished to avoid any 
accidental gluing there as well (Pic.8). Note 
also that a small section at the top end of 
the mould is made removable so that the 
neck may pass through when it is attached 
to the sides of the ukulele. 

Sides and tailblock 

This is where the real business starts! The 
maple sides are cut slightly too long to begin 
with, at 500mm, and planed flat along the 
edge that will meet with the ukulele front 
(Pic.9). The other edge of each side tapers 
slightly from the tailblock end to the heel. 

At the tailblock the depth is 74mm and at 
the heel, 66mm. The sides are then brought 
to a thickness of just 2mm using a scraper 
plane (Pic.10) or cabinet scraper and sander. 

If the sides are left too thick, it will make 
bending them very difficult. At the waist 
area, I often reduce the thickness to as little as 
1.5mm. This does not weaken the instrument 
as it is at its thinnest where it is most curved, 
and that curvature is very strong. 

Before bending the sides to shape, the wood 
must be wetted with plain water; this creates 
a steam cushion as the wood is held against 
the bender (Pic.11) and this helps to prevent 



▲ Pic. 13 The position of the heel wedges 





A Pic. 14 Cutting the headstock scarf joint 


A Pic. 16 The heel stack in clamps 


. Pic. 15 The heel stack 


A Pic. 17 Cutting the 'slipper’ on the bandsaw 


► Pic. 18 The heel 
and wedge slots 
marked out 




A Pic. 19 The wedge slots chiselled out 
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A Pic . 20 Carving the heel 



A Pic . 22 Widening the headstock 



A Pic. 24 The headstock cover glued on 



A Pic. 26 Rounding the face of the tailblock 



A Pic. 21 The ledge to house 
the top of the soundboard 


cover in the jig 



A Pic. 25 Marking the final headstock shape out 



A Pic. 27 The tailblock inlay in the jig 


scorching. If a cast-iron pipe and blowtorch 
bender is used, extreme care must be taken 
not to burn the wood, so frequent soa kings 
are needed. Once the sides are at the correct 
profile they can be held in place in the mould 
with cam clamps (Pic.12); this helps to resist 
the temptation that the wood has to return 
to its original flat shape. At this point it is 
necessary to mark the ends of the sides to 
show the angle at which they will sit in the 
heel slots (Pic.13). 

The headstock and neck 

Next comes the head and neck of the ukulele. 
This is made up from a single board of 
quartersawn mahogany (I chose a lightweight 
Brazilian variety) approximately 750mm long * 
60mm wide x 25mm-thick. A scarf 
joint is cut at one end to a 17 0 angle 
to make the headstock (Pic.14). 

I marked the line of the angle to 
allow for an initial length of 
140mm for the face of the 
headstock; this is cut to its exact 
size later. The heel is made up of a 
series of blocks cut from the other 
end of the board and glued to the 
underside of the neck (Pics.15 & 16); 
this uses around 390 mm of the timber. 
The point at which the 14th fret will sit 
is marked onto the neck and the shape 
of the heel is created in relation to that 
point. Fret 14 is 245mm from the point at 
which the bone nut will touch the headstock 
facing and sits at the shoulders of the ukulele. 
Next, the layout of the heel is marked showing 
where the wedge slots will be cut, see further 
explanation below (Pic.18). The rough shape 
is cut on the bandsaw (Pic.17), or can be taken 
out with a bow saw. 

Next, the slots are sawn and chiselled out 
where the wedges will hold the sides of the 
ukulele in the neck (Pic.19). Before the sides 
can be fitted the heel should be carved. It is 
worth getting this as close to the final shape 
as possible, as it is difficult to change the 
overall profile once the sides are in place for 
fear of scratching or chipping them (Pic.20). 
Also, on the upper side of the neck, where the 
fingerboard will sit, it is necessary to cut a 
small ledge to allow the front to be glued into 
place; this is at a depth of 2 mm, which will 
be the eventual thickness of the front (Pic.21). 
Then, just before fitting the sides the headstock 
must be prepared. It must be made 20mm 
wider than the neck to get the correct shape 
so two strips of mahogany are added (Pic.22). 

It is best to put on the headstock facing now. 

I made this from 2 mm-thick rosewood with 
veneer strips running through the centre to 
add some colour and decoration (Pic.23). 

The headstock facing is then glued on and 
held in place with clamps (Pic. 24 ).The final 
shape of the headstock is then marked out 
ready to be cut (Pic.25). 

The tailblock is next and is made from a billet 
of mahogany, cedar, pine, lime or any stable 



34 GW303 March 2016 www.getwoodworking.com 






*ff ^ M 



A Pic . 28 Chiselling the slot 
for the tailblock inlay 


► Pic. 29 The heel wedges in place 



▲ Pic.30 Wedges are cut flush 



▲ Pic.32 The soundboard in the jointing jig 


wood which is not too heavy. It is made to the 
depth of the tail end, i.e. 74mm, and is around 
lgmm-thick and 65mm wide. It must be curved 
on one side where it will be attached to the 
lower ends of the sides (Pic.26). Once clamped 
into place, a tailblock inlay can be made. 

This is not essential but also adds a touch of 
decoration to match up with the headstock 
facing and successfully covers the join where 
the two sides meet. I made the inlay from 
rosewood with strips of red tulipwood veneer 
and black and white veneers sandwiched 
together in a similar fashion to the headstock 
face. I usually taper the tail inlay (Pic.27)as 
when it is made it can be tapped into a slot 
which has been cut out ready and it tightens 
into position with each tap of the hammer; this 
helps the glue to hold it firmly in place (Pic.28). 

The next stage is to attach the sides into the 




▲ Pic.31 The soundboard edges made true 



▲ Pic .33 The soundboard is 
reduced to 2mm thickness 


heel of the instrument. Some makers cut 2 mm 
slots into the sides of the heel and fit the sides 
directly into them. As mentioned, I use wedges 
instead as it makes for a very strong join and 
adds vertical to horizontal grain, thus adding 
strength to the heel (Pic.29). I have seen many 
repairs needed where an instrument has been 
dropped and a fracture has appeared across the 
heel - the wedges help to guard against this. 
The wedges are gently tapered so that they 
tighten when tapped in. Once in place they 
are trimmed with a flush cutting saw (Pic.30). 

The soundboard 

This is regarded as the most important part 
of the instrument as if it is made too thick, or 
with bracing which is too heavy, it will sound 
dull and not have the resonance required. 

The soundboard is made from two pieces of 


bookmatched Sitka spruce. The first task is to 
plane the inside edges of the boards perfectly 
straight and flat. I also run along the edge with 
a sanding stick made from an old 600mm spirit 
level with abrasive attached to the edge with 
double-sided tape; this ensures a 90° angle and 
a perfect join (Pic.31). The boards are placed 
into a jointing jig made from a piece of plywood 
with a batten attached to one edge and 
wedges to the other; this allows the butt join 
to be tightened as two further wedges are 
tapped into the jig (Pic.32). A strip of parcel 
tape is placed along the centre of the base of 
the jig to ensure the front does not accidentally 
become a permanent fixture to the jig itself! 
Once the glue is dry, the soundboard can be 
reduced to 2mm and preparations can be 
made to inlay the rosette (Pic.33)- 

I Suppliers of tonewoods 
and tools 

Tools and timber, bindings, tuners, 
strings, etc. 

Stewart MacDonald 
www.stewmac.com 

Tone Tech Luthier Supplies 
www.tonetechluthiersupplies.co.uk 
Touchstone Tonewoods 
www.touchstonetonewoods.co.uk 

Accessories such as cases, strings, 
tuners, etc. 

South West Ukulele Store 
www. so u t h west u ku le lesto re . co . u k 

Tenor ukulele rosettes 

DukeLuthier.com 

www.dukeluthier.com 

Veneers 

Capital Crispin Veneers 
www.capitalcrispin.com 

Plans 

Guild of American Luthiers 
www.luth.org 


NEXT TIME 

In issue 305, Shaun will be describing how 
the rosette is made, how the front is braced 
and fitted and how the back is put into place 
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The Rocking Horse Shop 

Horse, 17 Superb Designs 



Plans, books, DVD’s, 
timber packs, accessories & fittings. 

Carving Courses 

Whether you are an experienced carver 
or have never carved before, you will 
benefit enormously from one of our 
courses. 



www.rockinghorse.co.uk Tel: 0800 7315418 

Fangfoss, YORK YQ41 5JH 



We have put together a great set 
of 5 turning tools 


Ideal for the smaller 
bench top lathe user 

We have a set 
suitable for the 
larger lathe 
users as well 



Prices from El 12.00 rnc VAT 


Olipse 


Half Mask 


* Lalex and silicone free, lightweight TPE face piece 

* Doesn’t steam up your glasses 

* Can be worn under visor 



The Old Stables, Chilbolton Down Farm, Stockbridge, Hampshire S020 6BU 


email: admin@johndaviswoodturning.com Shop Open: Mon - Sat 10am - 5pm, Sun 10am - 2pm 

www.johndavfSWooclturning.com Tel: 01 264 811070 


Woodworker’s journal 


Home truths 



Treasure 
in Devon 

Edward Hopkins tries his hand 
at making a treasure chest from 
engineered board and discusses 
how it differs to that of feolid oak 



M eet Dickie from up by the church 

(Pic.i). A quality bricklayer, he 
did the blockwork for my garage. 
He has the calm equanimity of 
an accomplished builder who can tackle almost 
anything. He's coming to the end of a very 
complicated extension to his old school 
house, and he's done it, of course, very well. 

Engineered flooring 

He'd not laid engineered flooring before but 
Pic.2 shows him finishing off. The nailing jig is 
clever: he taps the board home with the rubber 
mallet, then, with the jig in place whacks the 
button, injecting a flat nail exactly where it's 


needed. It takes seconds (though the whole 
floor took 10 days). The only glue is on the ends 
of the boards as they too are knocked together. 

Engineered flooring is an interesting product. 
6mm oak is impeccably glued to 15mm superior 
WBP ply. (Question 1: What does 'WBP' stand 
for? All answers at the bottom of page 41.) The 
strips are lightly chamfered along the grain, 
and tongue-and-grooved all round. The oak is 
of 'character' grade and has some wide knots, 
but they are so immaculately finished that they 
do indeed contribute character, and enhance 
a floor that would otherwise be too perfect. 

If you'd have told me not so long ago that you 
had the bright idea of gluing 6mm oakto 15mm 


ply, thereby preventing the oak from moving, 

I'd have said it wouldn't work. I'd have said that 
nothing but nothing can stop timber moving 
and as sunshine follows rain, the oak would 
develop a myriad of fissures, a fine version of 
the honeycombing that results from bad kilning. 
It might also buckle, cup or at worst delaminate 
especially in damp conditions. And I'd have 
been wrong on all counts, but only, it turns 
out, if your product was of top quality. 

Ecological building 

John Fanthorpe's is. He has a Portacabin as a 
showroom. It's an oven in summer and a fridge 
in winter (and sometimes vice-versa). When he 
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▲ Pic.i Dickie - a quality bricklayer 


laid 14 boards 190mm wide side by side as 
a floor years ago, he measured the overall 
dimension to the millimetre. It hasn't altered. 
At all. The surface has responded as you'd 
expect from boots and mud and rain, but 
it has not otherwise deteriorated. At all. 

Outside he has a rainwater butt and in it 
lives a sample of board. This is to prove that 
his specified adhesive will always hold firm. 
The sample is black and rather more than 
2 imm-thick, but it has not delaminated. At all. 
So if you're anticipating a bit of flooring and 
you think you've found a better deal, acquire 
a sample, leave it in a bucket of water and see 
what becomes of it. 

|ohn and his son Tom (JF| Wood Flooring, 
North Molton, Devon) care. They care about 
their product, using only the best factories in 



A Pic.3 Every child fresh with the joy of living 
finds treasure in stones and leaves and perfectly 
dried insects; in cards, ribbons and mementoes 
of special days. I think m make Jaya, my 
increasingly beautiful granddaughter, an empty 
box that one day she can fill with magic and 
mystery of her own 



A Pic. 2 Dickie laying the engineered flooring with the help of a nailing jig 


China; not to save money but to raise quality, 
for there's nowhere that good in Britain. They 
care about their customers, resisting 'click 
to buy' on their website, and insisting on 
discussing the order to ensure that the 
specification will be appropriate. They care 
about the global environment. Materials are 
responsibly sourced, though they do not carry 
the normal label (john runs me through his 
objections to what he says is a money-making 
machine). And they care about their local 
environment. Needing to expand, they want 
to keep their business in North Molton, for the 
benefit of the community. Their plans involve 
ecological building. 

Box from offcuts 

All of this had me thinking. What a good 
furniture-making material this might be: all 
the quality of oak thick enough to receive some 
detail, and none of oak's (or any other solid 
timber's) propensity to move, buckle, split and 
otherwise distort. Did Dickie have any offcuts? 
He gave me an armful of short pieces and a 
couple of slightly longer ones. 

The most obvious project was a box. A box 
could hide the ply inside, making the illusion of 



A Pic. 4 Creating the lap joint using the table saw 
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▲ Pic.5 Cleaning up the rebate on the router table using the large cutter 


▲ Pic. 6 Separating the feet 


WPB ply 

John Fanthorpe adds: “WBP ply was always 
stocked in the past by builders merchants 
and was very high quality and exceptionally 
good for outside use. It was always 
stamped on the board with a WBP stamp. 

This type of plywood seems no longer 
available and in general has been replaced 
in builders merchants with a general 
purpose exterior ply. Most of this type of 
plywood is often manufactured in China. 

This is not in the same league as the old 
WBP ply and will delaminate when exposed 
to water in a very short time” 

solid oak complete. But what sort of box: with 
what function? 2imm stock does not lend itself 
to a jewellery box, but it couldn't be too large as 
my offcuts were limited and I liked the idea of 
making something valuable from waste. In the 
old days I might have made a boot box for polish 
and brushes; a salt box, a candle or a bible box. 
None of these seem appropriate now. Instead, 
more enduring throughout the ages; timeless, 
eternal you might say is, aha! me hearties, a 
treasure chest. (Question 2 : Why are pirates 
called pirates?) A treasure chest has a curved or 
faceted lid, pronounced metal reinforcement, 
secure hinging and strong locking (which might 
be a hasp and staple). 

The basic joint is the lap (Pic. 4 ). I took away 
most of the ply on the table saw with guards 
removed and please don't tell me that this is 
hazardous. Note the fingers far away from 
danger. Note the sliding fence taking most 
of the strain, and the little finger keeping the 
board in tight; and note the furrowed brow. 
Danger does not come from breaking rules 
but from not knowing what you're doing. 

The rebate is cleaned up on the router table 
(Pic. 5 ) using my favourite and still pristine large 
cutter, which is so much more satisfying and 
effective than a small one. But here comes 
mistake number one: I made the rebate a little 
deeper than necessary so that the oak lip could 
stand a fraction proud and be sanded back 
later. Next time I'll have more faith and make it 


spot on so that my belt sander can stay where 
it belongs - out of sight. The spelched edge 
seen here was later given a fine chamfer on 
the same machine. 

I thought that feet would enhance the box, 
literally taking it to another level (Pic. 6 ). In 
the old days feet would have raised a box 
protectively above a damp floor. Here that is 
hardly necessary, but they still speak of extra 
value and extra care. I fiddled around with a 
piece of pine to get this right. The hole was 
smaller than I had anticipated so as to allow for 
rebates (yet to be cut) to sit up under the box. 
The 45° cut is dead centre, but the kerf results 
in the (slightly less than) semi-circle appearing 
higher in the foot - a serendipitous piece of 
geometry because that is what I wanted. I 
stayed away from more traditional ogee curves 
because I don't have a suitable bobbin sander 
at present. The hole is drilled with a Forstner 
bit and needs no further cleaning. 

This being a prototype, it contained a gaggle 
of surprises. One was this little feather of ply 
that remained after the feet were separated. 
Thankfully it didn't take much to trim each of 
the eight feet components by exactly the same 
amount, just the judicial use of stops on the 
chop saw (Pic. 7 ). 


The feet are the main detail (Pic. 8 ). They doff 
the cap to older, more elaborate designs but 
streamline and modernise them. They are 
also as simple to make as I could manage. 

The order of construction was important. 

The box was straightforward: I screwed the 
four sides together and then fitted the floor, 
which held the box square, then I angled the 
upstands of the lid and screwed them to the 
sides. The top would prevent parallelogram 
shift just as the floor does, but it could not be 
fitted until the slopes were cut. The bottom 
angled edge of the slopes was easy enough 
to saw on the tilted table saw and clean up on 
the planer, but the top angled edge had to be 
marked off from the sides, the piece being held 
in place. (Question 3: what is the easiest way 
to arrive at a precise angle of 45, 22.5 or even 
30 0 ?) Only with both slopes held in place could 
the top be cut, but it was the top that would 
hold the lid square. It's a bit cart before horse, 
and the answer seemed to be to cramp across 
the diagonals of the lid to get it spot on; cramp 
the sides down against the box; fit the slopes, 
release the cramps and fit the top. Mmm. Even 
then it wasn't perfect, but it was good enough. 
This whole project was an exercise in extreme 
accuracy and identical repetition. I still have 



▲ Pic .7 Trimming the feet using the chop saw 
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A Pic. 8 The feet are the main detail 



A Pic.9 Another nasty surprise: the dome-headed screw was spaced without thought for the hinge 
screws, the first of which would have fouled it. Yes, I could put a smaller screw in here but only, 
urn, if I had one. I mean two. I didn't. This is the value of prototypes 


some way to go, but the first attempt was 
promising. 

The real answer on a different box (and 
maybe on the next one) might be to make 
the box and lid as one piece and then gingerly 
saw them apart. It would have to be a very 
careful and good saw cut though, because 
you couldn't then clean it up on a planer 
without dismantling the whole affair. 

A handsome 
hasp and staple 

A long time ago, due to a couple of dramatic 
near-misses, I realised the need to sort out 
hinging and catching before the first piece of 
wood was cut. I patted myself on the back as 
I went through my storage box of decades-old 
brassware and found this handsome hasp and 
staple (Pic.io), a box of strap hinges and two 


boxes of carrying handles, which I don't think I 
have ever used. (A carrying handle as opposed 
to a drawer handle stops when it is horizontal.) 
What I didn't have was 25mm dome-headed 
screws, and neither did my nearest emporium 
('no-one wants them any more'). Thankfully 
the internet was more forthcoming. 

Screwing into the ply for the small screws 
for the fittings was no fun. Drilling was easy 
enough but getting it just right wasn't. Too 
much clearance and the screw becomes 
ineffective; too little and it shears. I had a 
horrible hour, fearful of the screw that swivels 
on the final twist. One head snapped off and 
one shank broke buried deep in the ply. I had 
the leeway to move the hasp up a bit to avoid 
this wound but it was a close thing. Then, 
among my boxes and compartments of brass 
screws of all dimensions and declensions, 


i. 



A Pic.io An old storage box with 
a handsome hasp and staple 

I could not find the ones I wanted. Nor, when 
I had assembled some candidates, could I find 
steel screws with which to ease the wood. 

Was I about to drive to a builders merchant 
ora superstore only to be disappointed again? 
Would I go back on the internet and order 
several boxes which would take a couple of 
days to appear? I won't honour those questions 
with an answer. I muddled through. Next time 
I'll be better prepared. 

Next time is likely to involve another couple 
of boxes. I'm not sure what for. Jaya will 
probably not have that much treasure to 
store, but I have a pack of boards from JF) 

Wood Flooring gazing expectantly at me. 

Saint Joseph 

I'm not Catholic; I am not even Christian, 
but I have a soft spot for Saint Joseph (Pic.11). 
He is, after all, the patron saint of carpenters 
and, woodwork being sometimes a tricky 
occupation, all help is gratefully received. I am 
not superstitious and I don't believe in angels, 
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but there is something about him that makes 
me feel good. So when I came across a plaster 
statue of him four feet high, rescued from a 
burnt nunnery in Frame, Somerset and on 
sale in a junk shop for £17 (this was some time 
ago) I had no choice. He came home with me. 

I washed his face, tidied up his hair and gave 
his clothes a coat of paint but I stopped short of 
over restoring him. He's a saint, not a gnome. 

I patched up his broken hand but his grasp 
is still frail. What he held is missing. It was 
probably a lily to symbolise his innocence, or 
lack of involvement in fathering jesus. I bought 
him a tall artificial lily when, with no room in 
the workshop, he sat on my landing; but even 
artificial flowers fade and become funereal. 

Since we've moved house, he's been in the 


dining room, behind the door where, 
I', from time to time, he has surprised 
[£/ people. I don't see why: he doesn't 
move. And now, finally, his journey is 
r complete. Yesterday Dickie helped me carry 
him out to my workshop. Now he stands on a 
purpose-made plinth in the otherwise dead 
area behind the stove. I'd thought about his 
position, but when I put 
him where I'd planned he gazed solidly at the 
stove with a look of 'When are you going to 
light it, then?' So, not wanting to be nagged, 

I shifted him round by a few degrees. 

He's not going to get another lily because 
lilies get dusty (and because the Gospels 
indicate that he was the father of Jesus). 

Instead he holds a silver topped cane which 
belonged to my grandfather. This is fitting 
because my grandfather was a cabinetmaker 
and all-round craftsman, and I'd appreciate his 
benediction too. You might call this hedging 
my bets, but I'd call it being broad-minded. 

I don't expect miracles. What Joseph does is 
exude a quiet serenity, an unruffled calm. He 
looks down at what is; not up at what may be. 


Home truths 



▲ Pic. 11 Saint Joseph, the patron 
saint of carpenters 


Perhaps he has an inkling of the tumult - 
excitement, fulfilment, and catastrophe - that 
he has initiated. Perhaps he hasn't. Either way 
he isn't swayed. He is constant, respectful, 
observing and quiet. This is the spirit I want in 
my workshop. S 3 

I Furniture from 
engineered board 

If you'd like to have a go at making 
furniture from engineered board, Tom 
will send you a pack of 'Supreme' oak; 
four boards 190 x 21 x 1,800mm, with 
free delivery for £64.03 inc VAT. The 
website shows more products - some 
are, pro rata, cheaper 

Tel: 01598 740 197 

Web: www.jfjwoodflooring.co.uk 
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Look at that shaving ! Mark Hancock at his lathe 


Function 

first 

Why doesn't 'art' turning enjoy the 
same following in the UK as it does 
in the US? Andrea Hargreaves talks 
to sculptural turner Mark Hancock 
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Mark Hancock 



... you can see how 'Leaf developed into the airy 'Single Swirl’... ... and the space-defying ‘Spiral’ 


M ark Hancock was just back from a 
short break in Bruges, where he 
had also taken the opportunity of 
meeting up with someone who 
he'll be working with near Belgium's Venice 
of the north next year. 

For the woodturner who made his name with 
his 'Drop Series' of hollow forms is now in the 
fortunate position of largely being able to 
choose what he does, whether that be tuition, 
workshops, turning functional items or 
something a bit more elaborate - while I 
would call much of his work art woodturning, 
he prefers not to use the term - and combining 
a little work with a lot of pleasure. 

I refer to art woodturning in the United 
States, to which he used to contribute until a 
decade ago. “It's a different culture over here," 
he explains. “Generally British people have a 
traditional outlook on woodturning. They see 
it as functional ware, seen at craft fairs and the 
like.” He regrets that only a few colleges are 
teaching the craft now whereas it wasn't so 
very long ago that schools would always teach 
woodwork in designated workshops. Now, 
unless youngsters had granddads with 
workshops they were unlikely to come into 
contact with woodturning or any other kind 
of woodwork come to that. “So they have 
very limited knowledge and don't go beyond 
turning things round.” 

He recalls a student who'd had some 
woodturning tuition but came to him because 
his tutor didn't seem to know what else you 


could do with turning, so no wonder then that 
public knowledge about more complex turning 
remains so limited. 

Grumpy old man 

Acknowledging that he's got to the “grumpy 
old man” stage of life, he adds: “The Crafts 
Council doesn't seem to know a great deal 
about wood. It's all ceramics, glass, jewellery 
and sculpture and very little wood. When 
they do, it's mixed with metal. There's better 
awareness in America without a doubt and 
helped by the Center for Art in Wood, formally 
the Woodturning Center, in Philadelphia 
promoting it. I went there in 2003. It's since 
grown tremendously and is a permanent venue 
which runs curated exhibitions and residencies. 
There's also the Collectors of Wood Art, where 
collectors get together. There's also a tax break 
for handing collections over to museums.” 

“And to be fair”, he says, “the Americans 
respect the tradition which we in heritage-rich 
Britain have in spades, and are in awe of 
pole-lathe turners like Robin Wood.” 

When in 1989 Mark was faced with the 
choice of locating to Yorkshire with the firm 
he was working for as an accountant or taking 
off in a new direction, he decided to train as 
a turner. Encouraged by gaining second prize 
in the National Eisteddfod of Wales while still 
training - his tutor was awarded first place - 
he started specialising in high-quality turned 
decorative and functional bowls and individual 
vessels using simple designs to bring out the 



'Memories of Philadelphia’ is Mark’s name 
for his crooked goblet with captive ring 
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With 'There and Back Again’ 

Mark refers to his 'Journey Series’ 





'Rocking Vessel’ 
incorporates hollowing, carving, 
ebonising and colouring techniques 

natural beauty and variations in colour, texture 
and figuring of local timbers. 

“My work is now more an exploration of line 
and form than an effort at an artistic statement 
and it continues to amaze me how each minute 
refinement of a curve can alter the character 
of a piece. I strive to achieve a perfect form - 
or at least something a little closer to it than 
anything I've done before. There is always 
further to go. This originally evolved to a series 
of work with hollow vessels based around a 
vase design with exaggerated rims that are 
partly removed and shaped. The inspiration for 
these came from the image of a falling drop of 
water, hence the 'Drop Series', with the incising 
giving each piece a sense of movement. 


The use of sycamore allows the 
form to take prominence. This 
series of work became my 
trademark work. The Foreign 
& Commonwealth Office 
commissioned a piece 
l from this series of work 
F. as gifts for the Foreign 
Ministers attending the 
Cardiff European Summit 
in 1998," he explains. 

Sculptural 
forms 

In 2003 he took part in an 
eight-week residency at the 
International Turning Exchange 
at Philadelphia, working with 
others selected from the international 
community to focus on advanced technical 
innovations, aesthetics and techniques. “This 
experience had a profound effect and changed 
how I approached my work. Inspiration was 
drawn from other mediums and disciplines 
from outside the world of turning, leading to 
more sculptural forms. The use of pale timbers 
and colouring techniques made the form all 
the more important rather than how it was 
produced. Wood is still my choice of material 
to work with and initially turning the method 
of creating the form, but it is not always 
obvious. My move in 2005 to a larger studio 
in Worcestershire has helped this progression 
in my work with more space and light to aid 
this creative process." 

Two years later and America was hit by the 
sub-prime mortgage crisis, which led to the 
saturated US turning market taking a bit of a 


hit. And 2012 saw the closure of one of the 
biggest turning galleries, the Del Mano in Los 
Angeles - although it still shows exhibitions 
online. Nevertheless, thinks Mark, the turning 
market is probably stronger across the Atlantic. 

But is he bothered? Not a bit. He's in the 
happy position of being able to make what he 
wants, whether that be abstract forms where 
the initial turning may constitute only 10% of 
the work, or functional plain vessels. “I'm still 
trying to develop my work. I've given up 
seeking kudos. If people want to buy it, I'll 
make it, and I'm happy to teach. I got into 
turning to get out of the rat race. I didn't want 
to become a machine working for someone 
else. Early this year I decided to concentrate 
more on lessons in my own workshop, and 
also teach at West Dean [in West Sussex] 
and at Warwickshire College. I'm thinking 
of doing some work for UK galleries, but very 
few gallery owners are clued up about wood. 

I just like making pieces that please me." And 
for most of us that last sentence is surely what 
it is all about. M 

I Contacts 

Mark Hancock: 

www.markhancock.co.uk 

Center for Art in Wood: 

www. ce nte rfo ra rt i n wood . 0 rg 

Collectors of Wood Art: 

www.collectorsofwoodart.org 

Del Mano Gallery: 

www.delmano.com 

Robin Wood: 

www.robin-wood.co.uk 
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The Professional’s 
Choice for Plunge 


Sawblades 

Premium quality plunge 
sawblades with microgranular 
Tungsten Carbide Tips for 
long lasting performance in 
timber and abrasive materials. 



To find your nearest stockist 
visit www.trend-uk.com or call 
□1923 249911. 
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Centrefold 



Maggie's Oxford Centre 

In response to the wooded site, the concept of this 
design is based around a tree house, supported 
on stilts with a faceted, angular geometry, which 
maximises the relationship between the inside 
spaces and its natural wildlife setting 


Inspired by the concept of a tree house, the Maggie's Oxford 
Centre, which offers free, practical, emotional and social suppor for 
people with cancer and their family and friends, floats among the 
trees on the edge of the Churchill Hospital, Oxford. The building's 
structure is entirely fabricated from engineered timber and utilises 
a range of crossply laminated timber materials. This combination 
enables the building to appear to float above the ground towards 
the tree canopies. 

The CLT panel floor supported on glulam beams forms the elevated 
base of the building and provides a robust perimeter edge for the 
connection of level access balconies and the timber clad pedestrian 


bridge to the road. A folding three-dimensional lightweight roof 
fabricated using Kerto LVL structural ribs and wrapped with a Kerto 
skin, extends seamlessly throughout the building, sailing over the 
external balconies to provide shelter or shade. 

The building's external fabric is also wrapped in pressure treated Kerto 
sheeting, finished with a semi-translucent silver/grey solignum stain, 
exposing the grain of the timber while offering further protection 
from the environment. The colour reflects the natural weather of the 
spruce, which will silver to sit comfortably within the landscape. This 
treatment also marries with the unfinished solid oak trellis, providing 
privacy and shading to the large expanses of glazing. 
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Maggie’s Oxford 1 


Fact file 

Location: Oxford 

Architect: Wilkinson Eyre Architects 

Structural engineer: Alan Baxter 
Associates, Metsawood 

Main contractor/builder: Jackson s 
Building contractors 

MEP engineers: KJ Tait Engineers 

Wood supplier: Merk Timber 
Client/owner: Maggie s 

Wood species: Norway spruce, white fir, 
Scots pine, European larch, Douglas fir, 
Swiss stone pine, European oak, birch 
plywood, Scandinavian kiln-dried 
softwood Thermowood 




The architect - Wilkinson Eyre 

Chris Wilkinson founded the practice in 1983 in order to explore new directions in 
architecture, and together with Jim Eyre has established it as a leading force in the design 
world. His approach has best been described in the practice monograph 'Bridging Art 
& Science' where equal emphasis is given to conceptual creative innovation as it is to 
detailed technical design. 

"Our design encapsulates the philosophy and principles on which the Maggie's Centres 
are based - the tree house concept maximises the relationship between the internal 
space and the external landscape offering discreet spaces for relaxation, information 
and therapy. It will provide a sympathetic and caring retreat, in tune with its 
surroundings ." Chris Wilkinson of Wilkinson Eyre 



Maggie Keswick |encks 

Maggie Keswick Jencks lived with advanced cancer for two years. 
During that time she used her knowledge and experience to create 
a blueprint for a new type of care. Maggie's Centresare builtaround 
her belief that people should not "lose the joy of living in the fear 
of dying." To find out more, see www.maggiescentres.org 
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NEWARK SHOWGROUND NG24 2NY 


18 th & 18 th MARCH 2016 



V 


A great day out full of Demonstrations, 
Personalities, Trade Stands, Advice & Fun 


a 

.V 





Advance tickets can be 
purchased by calling the 
ticket hotline: 


01474 536535 


or securely through PayPal at 

www.nelton.co.uk 



Free parking, Showguide and Raffle. 
Open Hours: 

10:00am - 4:00pm Both Days. 
Entry: 

One day £8 / In advance £6 
Two days £12 / In advance £8 
Under 16’s Free 

Advance tickets on sale from 5th January 2016 

(Ticket Hotline closes 14th March 2016) 
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The Japanese woodworking tradition: part 3 



In the final part 
of this series 
on Japanese 
joinery, Michael 
Huntley discusses 
his sources of 


P inspiration and 

W . 

shows various 


m 




Chopping 


|oints & ideas 

A s this is the final article in this mini review of Japanese 
woodwork, I am going to show a few of the Japanese 
joints and ideas that I have found interesting over 
the years. Most of my workshop illustrations are of 
demonstration pieces, but these joints could easily be used 
in projects or as skill-building exercises. 

Early inspiration 

It all began with Alan Peters' book Cabinetmaking , The 
Professional Approach .This was published in 1984 and has 
images of his Oriental-inspired furniture. Yes, he has included 
Korean and Chinese as well as japanese furniture, but in those 
pre-internet days, images of any Oriental inspired furniture were 
welcome, be they Korean, Chinese or Japanese. Pic.i shows a 
small table made by him, which has rounded edges and mitred 

► Pic.i A table by Alan Peters using Oriental style mitred joints 
and Gothic arches, circa 1976, now in the V&A Museum. This 
shows how both cultural and historical influences are still 
relevant to today's makers 

Photograph courtesy of Alan Peters' OBE Estate and Stobart Davies Publishers 
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Japanese joinery 



▲ Pic. 4 Detail from another angle 



◄ Pic . 5 The end of a shelf showing 
the effect of the horizontal shelf 
surrounding the vertical support 



A Pic. 6 The above taken apart to show the inside of the joint 
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The Japanese woodworking tradition: part 3 



A Pic.7 A set of small shelves showing the use of asymmetrical shelves and symmetrical sides 


comers, all influenced by a recent Oriental study tour he 
undertook. His book is still a design resource for those interested 
in the Oriental style and is an introduction to how 2,000-year-old 
Oriental woodwork can inspire the present age. 

joints 

One of the most useful Oriental ideas is the through tenon on 
a mitred table top cleat Pics. 2 , 3 and 4 show the idea roughed 
out. The central boards float in a groove and the long sides are 
tenoned into the end cleats. The tenon is widened for a short 
distance to help resist any twisting motion. You can also include 
a 'locking' wedged tenon on the corner leg, which would hold 
the mortised cleat in position. Remember that the purpose of 
many of these mechanical joints is to aid disassembly so that 
the item can be repaired. In hot, damp climates, animal glues 
became soft so joints had to be mechanical rather than simple 
glue joints. In today's terms, a table made with modern, 
non-reversible glues, that has shrunk, is very hard to repair. 

Shelves 

Pics .5 and 6 show the way in which a vertical member appears to 
'passthrough' a shelf. Having the shelf appearing to enclose the 
upright gives a more pleasing and 'finished' appearance to the 
structure. Pic .7 shows a completed shelf, which uses asymmetry 
to give a pleasing appearance. The shapes at the sides are based 
on double gourds. Just like in Western decoration, shapes from 
nature are used, but unlike Art Nouveau, and oddly because Art 
Nouveau developed as a result of an interest in Oriental art, there 
is a juxtaposition between the symmetrical sides of the cut-out 
gourd shapes and the asymmetry of the shelf heights and widths. 



A Pic. 8 Two practice scarf or bird's mouth joints useful for sawing practice 



A Pic . 9 The joints pulled apart. This is a joint that can be 
used for making long boat hook poles, so I am told! 
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A Pic. 10 A table base with interlocking joints. The big, flat surfaces 
would make this very strong if the long-grain mating surfaces were 
glued and pegged, although that was not the original design concept 


Getting this balance of asymmetry and symmetry right is the 
hardest part of understanding Oriental design. There is no 
formula; you just have to immerse yourself in previous examples 
of good design. This is why students used to be taken to 
museums and told to draw the exhibits. There is still a place for 
pencil and paper! 

Sawing practice 

There is a scarf joint (Pics .8 & 9 ) that you probably wont use in 
furniture but which offers some good sawing practice. Both these 
examples are in scrap wood : the thinner piece has an old biscuit 
joint slot in it, which is nothing to do with the scarf. Using scrap 
wood means that you relax and are not afraid of messing up 
expensive timber; it is a good way to warm up at the beginning 
of the session. There is not space to show you the full process 
here but you can view it online: www.youtube.com/ 
watch?v=GFqgpGE 90 jE. A good tip is to name each face with a 
different letter or number; that way you can see where you are! 

Table base 

This is a low table base design that can be taken apart. The long 
rails are bridle jointed into the legs and go right through (Pic.io). 
The short rails are notched (Pic.il) and lock the long rails in 
place. The flat top then sits on dowels and locks the under-frame 
rectangle together. It is a useful way of making a quick table base 
without resorting to mortises. Saw and chisel are all you need. 

Of course, a mortise & tenon joint is neater and better, but if 
you area beginner, then this construction will get you making 
furniture on day one. It can also be beefed up with half-lap rails 
to make a base for your first bench. Gluing and pegging would 
make it more robust, but is not essential for a first coffee table. 



A Pic. 11 End rail removed to show construction 



Further research resources 

This may appear long and boring but it is the result of many years of 
studying Japanese woodwork. Listed are my comments on each title 
and looking at the links should give you a thorough introduction to 
the subject 

Books 

Anything by Toshio Odate! Look at his website - www.toshioodate.com 
- and any of his books are 'must-haves' 

Ecke, Gustav; Chinese Domestic Furniture in Photographs and Measured 
Drawings ; Dover reprint, 2000 

Essential if you want to understand Oriental furniture construction 

Yagi, Koji; A lapanese Touch for Your Home] Kodansha, 1982 
A bit of a coffee table book but has some good ideas and lots of pictures 

Seike, K; The Art of Japanese joinery, Weatherhill, 1977 
English language with drawings, text and pictures but mainly 
architectural commentary 

Nakahara, Yasuo; The Complete Book of Japanese Joinery, Hartley 84 
Marks, 1997 

A good introductory book. Look at the Amazon page and many more 
Japanese woodworking books will come up 

Sumiyoshi, T & Matsui, G; Wood Joints in Classical Japanese Architecture, 
Kajima Institute, 1990 

This can be found as a downloadable PDF online. Very useful if you want 
to understand the construction and physics of architectural joints. Some 
say that these joints are unnecessarily complicated in the modern age, 
but to a student of woodwork and tool use, they are very relevant. It is 
also said that computers have replaced setting out roof geometry by 
hand, but what a poor place the world would be if none of our carpenters 
could do now what the medieval carpenters did then 

Learn the Basics of Woodworking - ISBN : 978 4 07 263047 1 
This is a 95 -page japanese college course textbook in Japanese but has 
some useful drawings and pictures. Search by the ISBN not the English 
title to find it. There are Japanese bookshops in London that can source it 

Daiku no tsugi, Woodworker's Joints - ISBN: 978-4-8445-8536-7 
A Japanese book with 126 pages of line drawings and photographs, 
captions are all in Japanese, but the drawings are self explanatory. 

I use this book a lot 

Searching the internet for Japanese books - for those who are seriously 
interested in Japanese woodwork and culture there is a specific Japanese 
search engine called e-hon (translated 'e-book') atwww.e-hon.ne.jp/ 
bec/EB/Top. Although the page is in Japanese, the search box is obvious. 
Type in an ISBN and the book will come up. You can then order it through 
www.amazon.jp or a UK bookshop, such as www.jpbooks.co.uk 

Internet 

There is masses of stuff on the internet, but here are some links that I 
found interesting 

Begin Japanology - this is a television series that has been 'published' on 

the internet. It deals with many different Japanese subjects but there are 

several woodworking episodes. One of the best is 'Sashimono Woodwork' 

which aired on 10 March 2011. The entire episode list can be found at 

www.thetvdb.com/ 7 ta b=seasonall&id=i 6559 i 

www.pinterest.com/explore/japanese-joinery 

www.daikudojo.org 

www.fabulalignarius.wordpress.com 

www.thecarpentryway.blogspot.co.uk 

The last two have links to other interesting internet blogs and titles. 

I could go on with this bibliography, but I have to stop somewhere! 

I hope you have enjoyed this brief series and that these links will help 
you take the study of Japanese woodwork further S 3 
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Project 



Under lock 


T he keepsake project box was an 
idea that struck me during a visit 
to our son and his wife, and their 
three children. My daughter-in-law, 
their mother, had a beautiful keepsake box 
that she had purchased many years back. 
The oldest granddaughter, who is 16 years 
old, had long admired that box, so I thought 
I would attempt to make one for her and 
present it to her at Christmas. This was my 
first attempt at box making. Once I knew 
the materials needed for construction, 

I decided 305 x 305nnm would be large 
enough and adding the keyed lock 
would keep prying younger siblings out. 

There is a lot of satisfaction in giving 
something that you have made from 
raw materials. 023 


and key 

Greg Stringer shows us how he went 
about making a keepsake box for his 
granddaughter, complete with lock 
and key 



A Pic.i I sourced these locks from 
Warwick on a recent trip to the UK 
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A Pic . 4 Each 305mm maple piece also has two 
No.20 wood biscuits glued for strength in the 
end-grain of the 45° 



A Pic .3 For this project I decided to use a tiger maple board, which measured 1,524 x 125 x 20mm. 

I cut four pieces measuring 305mm long with 45° corners. So the grain pattern could be followed 
as you turn the box, I marked each of the four sides with directional arrows. Next, I cut a slot 3mm 
from the top of each piece, 7mm wide and 6mm deep, which would accommodate the walnut lid 
section. I wanted the lid to float in the slots for wood movement so no glue was used on the walnut 



4 Pic.5 This walnut 
slab made a great lid. 

I cut out enough for 
a 254 x 264 x 16mm 
square, planed it flat 
and ran it through the 
table saw on end, to 
create a 3mm wide x 
12mm deep mortise 
slot all the way round. 
That still left 6mm of 
wood top and bottom 
of the slot. This fit just 
right in the 7mm slot 
around the top of the 
maple carcass. I then 
routed out a 100 x 
100mm square in the 
centre for the later 
ceramic tile. Then 
using a chamfer bit, 
took off the upper 
edge on all four 
sides of the walnut 



A Pic. 6 Once the sides and walnut top were 
clamped together, I let it sit so the glue would 
dry overnight. But again, no glue was touching 
the walnut, just the four sides 



A Pic.7 For the box bottom I took two pieces of 
180 x 180 x 20mm Ambrosia maple boards and 
glued them together using four No.20 biscuits 



A Pic. 8 I sanded it dead flat, put it on the table saw and cut it down to 
a 330 x 330mm square and again using a chamfer bit, took off one edge. 
Using No.20 biscuits as before, I glued the carcass to the bottom 



A Pic .9 After the glue had set, I ran the box on its four sides through the 
table saw, 25mm from the top to release the lid from the carcass. Now 
there were two pieces 
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A Pic . 10 After determining which side would 
be the front, I started cutting out for the half 
mortise lock and key hole 



A Pic. 11 1 laid the back of the lock flat against 
the inside centre and top edge, marked it, 
routed it with a straight bit, followed by a small 
chisel to square the corners. The lock fit snuggly 



A Pic. 12 Using a piece of wenge would highlight 
the key hole and the brass escutcheon. Using 
a bandsaw, I cut the diamond shape so it 
measured 50mm wide x 38mm high 



A Pic. 13 Because the piece was so small, I 
attached it to a larger board, then ran it through 
the table saw for the bevel on the edge side 



A Pic. 16 Next, I glued the wenge and brass 
escutcheon combination over the keyhole, 
on the box front, and left it for 24 hours 



A Pic. 19 Once completed, I epoxied the ceramic 
tile in place and added weight to ensure a good 
bond. I applied three coats of an oil PU finish, 
inside and out, using 600 grit paper between 
sandings. I let each coat dry for two days 
between sanding 



A Pic. 14 I used the drill press to cut out three 
10mm holes. Using small files, I enlarged these 
into the shape of the brass keyhole escutcheon 


f 



A Pic. 15 The brass escutcheon is slightly 
tapered from the front narrowing to the back. 
After much filing, I finally got a tight fit 





A Pic. 17 For the lid part of the lock, where the 
upper plate goes that the lock grabs, I put the 
upper plate in the lock and locked it. That left the 
flat part of the plate pointing up. Then marking 
that piece with chalk, I set the lid back down on 
the plate and gave it a tap. After raising the lid, 
the chalk mark showed exactly where I had to 
cut out the lid portion for the upper plate to be 
inserted. Using a 3mm straight-fluted bit, I 
carefully routed out the hole for the upper plate, 
again chiselling out the inside corners, ensuring 
the plate sat flat and flush 
in the lid. After test 
fitting the locked box 
lid, I screwed in the 
upper plate. A word of 
caution: brass screws 
are soft; the heads can 
easily twist off in 
hardwoods if the hole is 
too tight. Always pre-drill 
your holes and use a steel 
screw of the same size to 
check for fit. Remove the 
steel screw and scrape a 
little candle wax on the 
brass screw threads before 
tightening down 


A Pic. 18 The letters were cut out of 1.5mm 
maple plywood by a local company that uses a 
laser. The cost was minimal for the laser cutting 
and cutting the 1.5mm deep holes in the lid to 
match the inlaid 
monogrammed initials. I 
have absolutely no talent 
for free hand carving! 


The completed box 
is now ready to be 
passed on to its 
new owner 
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of fresh 
heirloom 


Les Lively.’s work is a fusion 
of different styles, which 


emphasise elegant lines 
and intricate details such 
as inlay, double dovetail 
corners and mortise 
& tenon joints 



Les 1 inlay process 
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D escribing himself as a ‘veteran 

woodworking artist', furniture maker 
Les Lively's passion for handcrafting 
custom furniture and accessories is 
clear to see. Not content with producing many 
of the same item, but rather choosing to keep 
his pieces unique and ‘one-of-a-kind', Les gets 
his kicks from selling his work to individuals 
who truly appreciate artistic furniture. 

He is disheartened by the proliferation of 
inexpensive, dispensable furniture available 
nowadays, with no regard for quality or 
craftsmanship: “I want to make furniture 
that will be considered heirloom, and can 
proudly be used for generations," he tells me. 

Having discovered that this maker is entirely 
self-taught, Les informs me that he first 
became exposed to woodworking when 
he was at high school back in the 1960s: 

“It immediately became my favourite class," 
he says. “I was drawn to its challenges, 
the rewards of working with my hands, 
and the entire creative process. 

I soon discovered that I not only 
loved working with wood, but I 
also seemed to have a natural 
talent and an eye for design." 


Creative process 

Once he left school, Les only 
discovered furniture making again 
out of necessity. After graduating, 
he lived with a group of young 
men and they had no furniture - 
this was before the likes of IKEA and 
competitively priced flat-pack furniture was 
available, so Les started making his own tables 
and beds out of 2x4 scrap pieces of wood: “I 
always enjoyed the creative process, and this 
gave me the outlet to do that," he comments. 
Since then, he has designed and built a variety 
of things, including bread boards, rolling 
pins, game boards, boxes, dressers, beds, 
and tables. “My work has evolved from 
the basic, functional pieces to much more 
elaborate and artistic, but still functional, 
work. When I build furniture, I know that 
it will be of the highest quality and proudly 
displayed in someone's home." 

Before becoming a furniture maker, however, 
Les worked as a residential construction 
contractor, so he has always worked with 
his hands. Occasionally he still finds himself 
remodelling a home, and says that the same 
creative process still applies and in this 


'Craftsman Style Side Table’. The inspiration for 
this side table came from the wheat fields of 
eastern Washington, where Les grew up. The top 
inlay is fashioned in the tradition of the Arts & 
Crafts movement and is representative of a sheaf 
of wheat. Made using maple, Peruvian walnut, 
purpleheart, yellowheart, Osage orange, wenge, 
zebrawood and lacewood - 470 x 734 x 660mm 

situation, he calls upon his ability to envision 
the possibilities. He always practised furniture 
making in his spare time, but it's only been 
recently, as he gets close to retirement age, 
that he's had the time to concentrate solely 
on making furniture and other artistic pieces. 

This maker's creative talents don't just stop 
here, though: he tells me he's always been 
interested in music as well, having played the 
guitar, drums and a little bit of keyboard 


throughout the years: “I've played the guitar 
almost as long as I have been working with 
wood - it is what I do with my hands when 
I need a break from woodworking." Les 
doesn't read music, he just plays by ear 
and can spend hours on the guitar, which 
is just another one of his creative outlets. 

When asked how being a self-taught furniture 
maker/artisan shapes his designs, Les tells me 
that he has a creative eye: all he has to do is 
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'Side Table With Drawer’. This distinctive side table with a front drawer has double dovetail joints and 
beautifully curved legs. Geometric inlay is on four corners of the table top. Made in maple, cherry and 
exotic hardwoods - 279 x 635 x 101mm 


look at a piece of wood and sometimes he can 
automatically envision what it can become - 
what a great skill! This can be any number 
of things, from the particular grain of the wood 
to deciding if its unique characteristics can be 



complemented if used correctly. “Being 
self-taught has involved a lot of practice, 
many years of experience, and learning 
creative ways to turn the inevitable mistakes 
into a new discovery,” he explains. 



Inspiration 

Just looking at his pieces you automatically get 
a feeling that this maker has a love of Art Deco, 
Art Nouveau, Arts & Crafts as well as modern 
design, but Les is very clever in that he tries 
to fuse all of these styles together to produce 
something that is truly unique: “The designs 
of the Art Deco craftsmen have always intrigued 
and inspired me. I have always admired Gustav 
Stickley- furniture designer, architect, and 
leader of the Arts & Crafts Movement in 
America.” Stickley's furniture reflected his 
ideals of simplicity, honesty in construction, 
and truth to materials. Unadorned, plain 
surfaces were enlivened by the careful 
application of colourants so as not to obscure 
the grain of the wood and mortise & tenon 
joinery was exposed to emphasise the piece's 
structural qualities. 

The international Arts & Crafts movement 
in the decorative and fine arts stood for 
traditional craftsmanship using simple forms, 
often calling upon folk styles of decoration. 

This style emerged from the attempt to reform 
design and decoration and the reaction against 
contemporary styles that the reformers 
associated with machine-production, which 
were ornate, artificial and ignored the qualities 
of the materials used. Art Nouveau furniture 
was popular in the late 19th century, and its 
designs were usually very complex, with 
curving shapes that were expensive to make. 

It was inspired by natural forms and structures, 
not only in flowers and plants, but also in its 
curved lines. 

Les says he finds it hard to classify his exact 
style as the pieces he produces are born out of 
a free-form design, influenced by Art Deco and 
the Arts & Crafts trad itions, with a bit of a 
modern twist thrown it. “In my work I strive 
to combine both the quality of Stickley along 
with some Art Deco flourishes in my inlay work 
and curving lines.” In short, his work is a hybrid 
of a number of different eras. 

Natural surroundings 

Les lives in the Hood River region of Oregon, 
a scenic and historical area known for its 
beautifully detailed Craftsman-style homes, 
many of which date back to the 1920s. He says 
that living in such a visually stunning area gives 
him inspiration, some of which is reflected in 
his inlay designs: “One of my tables has inlay 
that is representative of a sheaf of wheat, 
a homage to the wheat fields of eastern 
Oregon and Washington, where I grew up. 
Many of my inlay designs look geometric, 
but represent my abstract impressions of 
the beauty surrounding me.” 

Design process 

When asked how he goes about deciding 
upon a design, Les says that he usually draws 
something first, before experimenting with 
different designs, then finally searching for the 
appropriate piece of wood: “I will spend a lot 
of time drawing, but it is not unusual for me to 
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change the design slightly once I start actually 
cutting into the wood, revealing its character. 
But if I see a particular piece of wood that 
has distinctive characteristics, or unusual 
markings, it will inspire me to create a piece 
that showcases its particular beauty." 

As he explains above, when looking for 
potential pieces of timber for his projects, 

Les always looks for the wood which has the 
most beautiful grain, along with prominent 
colouring and patterns: “Occasionally Til 
find discarded wood, or pieces that have 
defects. It's very satisfying when I can discover 
beauty in those flaws and turn them into 
a work of art." 

Les says that when designing a piece, he 
prefers to trust his creative process and eye for 
design, but will certainly work with someone to 
create a special piece for their home, reflecting 

'Floating Top Side Tablet The illusion of a floating 
top is created with copper pieces set under the 
top. Delicate inlay surrounds the edges and 
follows the graceful curves of the legs. The table 
top has been bookended to create a stunning 
image. Made using cherry, walnut, maple and 
exotic hardwoods - 457 x 457 x 635mm 

their style as well as their budget: “I will 
communicate closely with clients to ensure 
their satisfaction. Many of my clients are 
inspired by a particular piece of furniture 
that I've already made, so that's a good 
starting point." 

Les says that he's recently finished a very 
unique side table for a show entitled The 
Best of The Gorge', which will be held at the 
Columbia Center for the Arts Gallery in Hood 
River, Oregon. He's now getting ready for 
another show at the same gallery, which will 
focus on smaller items for the home, such as 
bread boards, cutting boards, rolling pins and 
other functional but beautifully crafted items: 

“I just acquired a beautiful piece of bubinga 
that will soon become a side table. Bubinga is 
sometimes known as African rosewood, which 
varies in colour from pinkish-mauve to golden 
blondes and oxidises beautifully to rich darker 
tones overtime. Bubinga features a host 
of stunning grain figures, such asflamed, 
pommele and waterfall, which helps to 
make this wood truly unique." 

When making a piece, Les says it's extremely 
important for him to preserve the integrity of 
the wood, using the highest quality products 
and giving great attention to every detail to 
create heirloom-quality furniture. As a result, 
he doesn't use any stains, but rather depends 
on the natural colour variations in the wood 
and distinctive grain patterns to contribute 
to the design. “There is such a natural beauty 
to wood that should be highlighted in each 
piece you make," he comments. 

Working space 

Les' workshop takes up the entire basement 
of his home and is kitted out with all the 
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'Treasure Box' - a whimsical box to 
hold jewellery, trinkets and treasures, 
made using curly maple and cherry 
- 125 x 241 x 165mm high 



'Zenith' side table - won Honourable Mention in the 
'2015 Best of the Gorge' competition through the Columbia 
Center for the Arts. Truly a stunning piece of work! 





necessary equipment and lots of wood. 

He keeps all the leftover wood scraps as he 
always tries to use these for his inlays, utilising 
as much of the natural resource as he possibly 
can. When asked about his favourite tool, Les 
told me that he couldn't pick just one as all 
are so important in helping him to create the 
finished product. When working on his pieces, 
the time it takes to complete one very much 
depends on the size of the piece, with some 
taking anywhere from 2-4 weeks to finish: 
“Since my workshop is in my home, I tend to 
spend very long days working on them. The 
process can be exhaustive, requiring a steady 
hand and lots of patience, but it is so rewarding 
and I love doing it!" 

When he is producing his inlays, everything 
is cut with routers and a scrollsaw, but all the 
sanding and finishing is done by hand: “The 
hand work definitely takes a lot of time, since 
everything has to be sanded and hand rubbed 
multiple times to achieve a glass-smooth 
finish," he tells me. 

Award-winning pieces 

Unsurprisingly, Les' stunning pieces have 
won their fa i r sha re of awa rds over the yea rs, 
most notably his 'Zenith' side table, which won 
Honourable Mention in The Best of the Gorge' 
at the Columbia Center for the Arts. The gallery 
hosts this two-month art show celebrating the 
best artwork produced by mid-Columbia River 
Gorge residents, an annual event that brings 
visitors from around the world to experience 
some of the finest art in the region. Les' table 
was chosen for its uniqueness, the quality of 
the woodwork, and its graceful lines, with the 
materials used being cherry, maple, wenge, 
walnut, yellowheart and purpleheart. 

In terms of the piece he is most proud 
of, that would have to be his large dresser, 
made entirely of solid wood - one of the 
most challenging pieces he has ever made: 

“All the runners are wood, and it required 
precision and exact cuts to make everything 
fit perfectly. I love a challenge, and the sense 
of accomplishment I feel when a piece is 
finished." In terms of his plans for the future, 

Les wants to continue perfecting his craft, 
always striving to learn new skills while 
increasing his client base so more people 
can enjoy his fine furniture. 

As far as tips for the readers go, Les says 
that unfortunately, there are no secrets or 
short cuts - producing fine furniture takes a 
lot of patience, a lot of practice, precision, as 
well as a lot of years of experience, but as he 
has shown here, the sheer joy he gets from 
producing such pieces cannot be ignored and 
surely that is a great message for any maker 
to take away. HZ] 



Further info 

To see more examples of Les' 
wonderful work, visit his website: 
www. live lyfi nefu rn itu re .com 
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Distributors of the 
original RELAX 
workshop stoves 

• Cast iron tops 

• Superior air controls 

• Unbeatable quality 

• Range of 7 stoves 

• Best workshop stoves on the market 

• Still sold with a personal service 

Phone: 01889 565411 

Dovefields Industrial Estate, Uttoxeter ST14 8GA 

Find us on Facebook "thehotspotuk" f 

www.thehotspot.co.uk 





Flexidisc Sander/Grinder 


The Flexidisc Sander gives a Superb finish on wood, metal, fibreglass, 
car body filler and all bard materials. 


Its fast rotation speed achieves sensational results in a fraction of the 
time normally taken by conventional sanders, 

This versatile tool also sharpens chisels, plane blades, lathe tools, axes and 
garden tools without the rapid overheating ot normal abrasive wheels. 

This is the ideal tool to prepare your timber prior to varnishing with 
LeTonkinois varnish. 


www.ftexidiscsander.co.uk 
Tel: 01628 548840 



Le Tonkinois is a natural oil based yacht varnish. 
Perfect for outdoor, indoor and marine use. With Le Tonkinois varnish the options really are endless. 




Combining unrivalled protection on materials including cork flooring, stone, metal and wood and brilliant 
permanent penetration. Le Tonkinois varnish leaves absolutely no brush marks and will 
restore the natural beauty of timber whilst removing your brush marks. 

Flexible enough to move with the timber and able to withstand abrasion and 
impact, Le Tonkinois varnish is resistant to boiling water, UV, petrol, diesel 
and sea water, It won't crack, chip or peel off, making it perfect for 
_ all outside purposes as well as indoor 


www.letonkirtoisvarnish.co.uk 
Tel: 01 628 548840 




CNC routing 



Segmented turner and 
CNC router enthusiast 
Dennis Keeling takes 
us through the process 
for using this clever 
machine and shows 
how you can use it 
to make a plethora 
of projects 



Dennis by his CNC router, 
using the hand-held controller 


T he CNC has become the next must- 
have piece of workshop equipment. 

It was during my recent college course 
of furniture design that I became aware 
of how the furniture industry has radically 
changed over the last 20 years by incorporating 
Computer Numerically Controlled (CNC) 
machines into production. I became bitten 
by the CNC bug and after finishing the course, 

I purchased my own CNC router. I quickly 
realised that I was not alone in buying a CNC 
for personal use - there are thousands of 
hobbyists now buying them. Just look at 
the range of very affordable CNC machines 
available on eBay. Pic.i shows the small CNC 
that I purchased from China. 

No limits 

So what can you do on a CNC router? Well, 
pretty much anything, depending on the size 
and functionality of your machine. The CNC 
router is used for machining flat sheet material. 
IKEA has been using them for years to make 
its flat-pack furniture. They are used extensively 
for engraving, carving, clock making and 
cabinetmaking. Hobbyists normally start with 
a small desktop machine that will cut up to A4 
size. My current machine cuts up to 600mm 
square. Pics.2-7 show some of the things I 
have recently made on my CNC router to give 
you an idea. 

Basically, the CNC router uses a traditional 
router cutter mounted on a frame that is 
controlled by a computer. The router is 
controlled to move left and right (X axis), 
towards the top and bottom (Y axis) and 
up and down (Z axis). There is no need to 
understand computer programming or to buy 
expensive software to use a CNC router; digital 
designs are available for download on the 
internet and simple control software can be 
found free of charge. 

Making a desk-tidy 

To give you an idea of how easy it is, I will 
show you how I designed and made this simple 
desk-tidy (Pic. 8 ). I sketched the design of the 
desk-tidy using a simple Computer Aided Design 
(CAD) package like Sketchup. I wanted to use 
mortise joints but these are not straightforward 
to cut with a round router cutter -you can't 
get a clean 90 0 internal corner. A simple way 
would have been to clean the corners up with 
a chisel after machining, but I chose a more 
elegant method requiring no finishing. By 
using a very thin router cutter, 2 mm diameter, 
a sharp internal corner can be created by 
slightly over-cutting the corner (Pic. 9 ). 

Once the components have been designed 
they are 'nested' together in the CAD system, 
ready for machining together. Unfortunately 
the digital output from CAD systems will not 
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Using a personal CNC router ' 






A Pic.i CNC router with vacuum table 


Dennis Keeling 


◄ Pic.3 Corian 
jewellery box 


◄ Pic.5 Engraved 
nameplate 


▼ Pic. 6 A 3D relief 


thickness on the bandsaw and then sanded 
it to size on the drum sander. The various 
profiles are set up in the CAM software. 
One profile for the internal slots, another 
for the slot for the base, and finally a 
profile for cutting the outsides. Small 
bridges are incorporated in the cutting path to 
retain the piece after cutting, which saves it 
from flying off and being caught in the router. 


Equipment required 

Ordinary tungsten-tipped router cutters can be 
used with a CNC for wood machining, but for 
small diameters, like the 2 mm cutter used in 
this project, its better to use a solid carbide 
cutter. Pm using a slot-profile cutter for this 
project. For engraving you would use a fine 
point cutter and for carving, a round head 


drive the CNC; it has to be modified 
in another piece of software called a 
Computer Aided Manufacturing (CAM) 
package. This program converts the 
digital CAD file into G-Code to drive the 
CNC. It also enables the type of router 
cutter to be specified, its feed rate, spindle 
speed and the thickness of the material 
to be cut. I found an excellent low-cost 
British CAM package, which also allows 
you to do basic CAD design in it as well 
- ArtCAM Express from Delcam - 
which costs less that £100. 


Materials required 

For this project I used flooring board 
- opepe - a West African Hardwood, 
could use plywood. I cut it to 


but you 
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CNC routing 



▲ Pic.7 Hand mirror 



▲ Pic. 8 The desk-tidy made 
using the CNC router 


cutter. The size of router cutter and the 
material to be machined will determine the 
feed rate of the cutter. If it's too fast you will 
break the cutter; if it's too slow, you will burn 
the wood. In this example, I'm using a feed 
rate of 6oomm/min and a spindle speed of 
i 5 ,ooorpm. 

When all the cutting profiles have been 
determined, the details are saved and output 
in a special format, G-Code, for your CNC. The 
CNC usually has its own control software to 


ready this code. Mine uses the popular Mach3 
system, which is very easy to use and has 
an excellent support forum. It is this software 
that receives the G-Code and converts it into 
movement. It is linked to my computer with 
a USB port and my computer takes over the 
control of my CNC (Pic. 12 ). 

Various methods 

There are several methods of using the CNC 
control software: either by manually jogging the 



▲ Pic.g Cutting a square slot 
with a router cutter 




A Pic. 11 CAM set-up of tool-paths to machine the components 
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►Pic.12 

Controlling 
the CNC with 
the G-Code 
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A Pic. 13 Positioning the router cutter on the top 
of the left-hand corner of the work 



A Pic. 15 Dry fitting the sides to the base 


cutter around the table; by directly inputting 
specific commands; or by reading in a pre- 
prepared file. I used the jogging function to 
set up the start position for the cutter and 
the G-Code file to machine the desk-tidy. 

The material is fixed to the bed of the 
CNC - in my case using a vacuum table 
and hot-melt glue - but in most cases, with 
clamp-down levers. The router cutter is 
positioned on the start position, usually the 
bottom left-hand corner on the top of the 
material. The router cutter is then lowered to 
just touch the top of the material and all the 
axes are then zeroed. The G-Code file can now 
be activated and machining can begin (Pic.13). 
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Using a personal CNC router I 



A Pic. 14 Machining parts of the desk-tidy 



A Pic. 16 Gluing up the desk-tidy 


A Pic. 17 The completed desk-tidy 
after sanding and a coat of lacquer spray 



Cutting material with the CNC is a very precise 
function - it's mesmerising to watch this fine 
cutter profile the components without manual 
intervention. A sawdust extractor cover has 
been fitted to the router body and connected 
to the workshop extraction system (Pic.14). 

Once the cutting has finished, the bridges 
that hold the components in place are cut 
through - care must be exercised here as the 
components can easily be broken. I use an 
oscillating saw to cut through the bridges. 


Assembly 

The desk-tidy can now be assembled no nails 
no screws, just accurate woodworking ! Some 
edges may need sanding. It's best to dry 
assemble it all first to check that 
everything fits together 
(Pic.15). I use a small 
amount of clear-drying 
PVA glue for final assembly 
(Pic.16). 

When fully assembled and 
glued the finished desk-tidy 
should look something like 
this (Pic.17). I have given it 
a couple of coats of acrylic 
semi-gloss lacquer to protect 
it from dirt and finger marks. 

The beauty of this process is 
that it is repeatable - to the 
same high degree of accuracy each time. If you 
want to make several items the same, it's ideal. 
The time is spent in the design and set-up; the 
machining time is very short. S 3 


Dennis’ book 


At college I found it very difficult for the 
amateur to find any easy to understand 
books on how to use the CNC router, so 
I wrote my own. This desk-tidy is one 
of the projects outlined in detail in my 
book, which can be purchased on 
Amazon - www.amazon.co.uk - for 
£10.66. The book takes you through 
all the basics one needs to know to use 
a CNC router. My second book features 
clock making using the CNC, but that's 
another story! 


Skeleton clock made using Perspex 


Profiled 
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Write to: Good Woodworking, 

Enterprise Way Edenbridge, Kent TN8 6HG 

Email: tegan.foley@mytimemedia.com 



David Colwell’s ‘Xtable’ in steam-bent ash 

Photograph courtesy ofwww.makerseye.co.uk 


Steam-bending 

I am making a steamer box to bend a chair comb and wonder whether 
I can make it from 15mm chipboard. Are you able to help, please? 
Regards, 

David Williams 

David, I would ask james Mursell at The Windsor Workshop - 
james@thewindsorworkshop.co.uk. He is the king of Windsor chairs 
and steam-bending. My feeling is that it is a bit thin, but might 
do for single use only. Perhaps line it to protect it? Although it 
is better to get decent water and boil-proof ply: 18mm or 25mm. 
Michael Huntley 



NEW COLOUR RING 
SCREWDRIVER BIT SET 

With hand ratchet screwdriver and mini ratchet 

Set contains twelve 25mm insert bits & twenty 
28mm R32' shank mini screwdriver bits. 
Colour nngs on bi' shank to denote type tor 
eased identification 
High grade hardened tool steel. 

Includes a bil holder that accepts both. 1/4" 
and 5/32" mini hex bits. 

Handy micro size 1/4 !l square drive 
ratchet for use with Itie five spline: sockets. 


The power of 
information 


As an amateur woodworker, in my final school report, my woodwork 
teacher said: “Paul should never be left alone with any types of 
woodworking tools." Pm always looking for help in learning to work 
with wood so Pm constantly scouring the web, magazines and books 
for inspiration. I came across a woodworking website 
where the site members berated an amateur 
woodworker who posted to the board that 
he had learnt a lot from the programme 
New Yankee Workshop. In fact some of the 
comments were quite disturbing and left me 
wondering if the members were teenagers. 

My point is, no matter where inspiration or 
learning new techniques comes from, as long 
as the information is correct, then surely it is 
of benefit to anyone who works with wood? 

My disability prevents me from spending day after day woodworking 
and I have to go back and brush up with magazines, books and all those 
New Yankee Workshop episodes that fill up my TiVo. Take inspiration 
and knowledge from anywhere; never ignore anything or anyone! 

Paul Churchward 



Paul, what you say is so true and it's a shame that sometimes 
the woodworking community is not as helpful and supportive as 
it should be, but you seem to have the correct attitude and realise 
the importance and value of learning. Embrace all the possible 
avenues you can and strive to develop your skills. Good luck! 
Tegan Foley 


Don’t try this at home! 

I was sent this photo by a friend. This is the result of not holding a 
workpiece properly when drilling into it. Apart from the obvious pain, 
there is tendon, muscle and bone damage. It is so easy, unless you are 
aware of the horrific injuries that are possible, to think “oh, Pll just hold 
this and drill it." I know we staff writers keep 
banging on about safety, but this is why! 

NEVER drill anything that is not properly 
secured and NEVER work towards your 
or anyone else's body or limbs. 

Michael Huntley 

While I don't want to repulse readers with 
graphic images such as this one, sometimes 
seeing such an image has the desired effect of shocking you into 
realising that accidents DO happen! So as Michael says, please always 
exercise extreme caution when you are in your workshops, and always 
take health and safety very seriously, otherwise you may end up like 
this poor chap, who, Michael informs me, took three months to recover. 
Tegan Foley 
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WRITE & WIN! 

We always love hearing about your projects, ideas, hints and 
tips, and/or like to receive feedback about GW’s features, so do 

drop us a line - you never know, 
you might win our great Letter 
of the Month prize, currently a 
Trend Snappy Colour Ring bit 
set. Write to the address on the 
left for a chance to enhance 
your marking capability with 
this versatile workshop aid 




Large dining table with booth - one of Adam’s first commissions while 
working for Anthony Nixon furniture 

One to watch: Adam Howarth 

19-year-old furniture maker Adam Howarth from Newcastle has been 
fascinated with furniture design and making since he was 14, and 
since then has been doing everything he can to learn more about 
the subject. 

After finishing school, Adam started working for Anthony Nixon 
furniture, a local furniture making company located in the small town 
of Barnard Castle. He worked there as an apprentice for two and a half 
years, spending as much time in the workshop as possible, getting to 
work early and staying back late to practice the exciting, new 
techniques he was learning. 

About six months ago, he decided to leave the company after being 
offered a job by a furniture maker called Nick james in Newcastle. 

This meant he could live with his girlfriend in the city and learn about 
the trade from a different perspective. 

Adam makes a lot of his pieces in the small workshop at his parents' 
house including the large dining table (booth) pictured above, which 

I j was one of his first projects at 

~ Oil paint box Anthony Nixon Furniture. The oil 
made from paint box opposite is made from 

reclaimed reclaimed oak salvaged from the 

Bowes Museum. The wood came 
from a damaged end panel from a 
row of cabinets that was purchased 
from the 1867 Paris Exhibition; 
they were just throwing it away 
so Adam asked if he could have it. 

In terms of the future, Adam 
plans to keep building on his 
existing skills and who knows, 
one day he may even be running 
his own furniture making 
business? Keep up the great 
work, Adam! See more of his 
work on his website: www. 
adamhowarthwood.co.uk. 



hapfo 

Made in | Germany 
ULTIMATE WOODTURNING 


COMING SOON 

Hapfo 7000 -CNC Woodturning Lathe 




> 3700mm between centres 

> Coping diameter 400mm 

> Centre Height 300mm 

> Weight - 1600kg 


tU 


G&S 
Specialist 
Timber 

TOOLS AND MACHINERY 


www.toolsandtimber.co.uk 



you can order online now 


(NOCFll 


WE ARE EASY TO FIND: 

I 1 / 2 miles from the M6, J40. 
Take the A66 towards Keswick, 
turn left at first roundabout, 
follow the Brown Signs to 
The Alpaca Centre. 


Open 8am to 5pm daily. 
10am to 5pm Saturday. 
Closed Sunday. 


G&S SPECIALIST TIMBER 

The Alpaca Centre, Snuff Mill Lane, Stainton, Penrith, Cumbria CA1 1 OES. 
Tel: 01768 891445. Fax: 01768 891443. email: info@toolsandtimber.co.uk 






J*’ POINT 


The newly designed compact nose is 80% smaller 
than previous tools for improved access and visibility, 
ensuring that the fastener is driven with precision. 

The innovative nose also detects the nailing surface 
minimising marking on the wood and making tool 
operation quick and effortless. 


15 GAUGE FINISH NAILER 

DPN1564APP-XJ 


16 GAUGE FINISH NAILER 

DPN1664PP-XJ 


ALSO NEW: PORTABLE, SUPER QUIET, 

HIGH PERFORMANCE TWIN OUTLET COMPRESSOR 

DPC10QTC-GB 

• Almost half the noise of other DeWALT compressors 

• High performance: 13.8 bar operating pressure 

• Oil free pump and roll cage design for improved durability 






Book review 


Norwegian Wood nnonning 


Maybe it's that time of year, but several 
books have appeared recently aimed at the 
woodburning enthusiast. For woodworkers 
who regularly create a pile of offcuts, this 
method of heating makes good sense. But 
in some parts of the northern hemisphere, 
wood as a fuel is much more a way of life 
than simply cutting up a few old pallets to 
toss on the fire. 

This hardback book was originally published 
in Norwegian and has become something of 
an international bestseller. In the author's 
words it's an account of his 'encounters with 
people who are passionate about wood'. 

In fact, on Radio 2 recently Lars Mytting 
described himself as a 'firewood nerd!' 

This is a comprehensive handbook, from 
the pleasures of felling trees and chopping 
wood to stacking and seasoning logs, with a 
logstore-load of fascinating facts, advice and 
history squeezed into its pages. Chainsaws 
and axes are examined with almost a 
reverential air, not to mention the stoves 
and ovens which are a large part of the 
Scandinavian culture. There are loads of 
gorgeous photos, especially of mightily 


NORWEGIAN 

WOOD 

CHOPPING, 

stacking, 

and 

drying wood 

THE 

SCANDINAVIAN 

WAY 

URs MYTTING 


impressive woodpiles. Some of the sculptural 
stacks featured are real works of art. Hardly 
surprisingly when you discover there's even 
a firewood stacking competition in Norway! 

An entertaining read, it's an expensive 
book that will appeal to a wide audience. 
Who'd have thought firewood could be 
so fascinating! 023 

★★★★★ 

Written by Lars Mytting 
Published by Maclehose Press 

nrice: £20 

Wen: www.maclehosepress.com 


It must be the 
end of an era for 
woodworkers and 
engineers. With 
the news that 
Axminster have 
finally stopped publishing 
their annual catalogue, some 
of us will have felt a slight 
twinge of sadness. Many 
woodworkers regularly sat 
down with a cup of tea and 
pored over its pages, mentally 
drawing up a wishlist of tools 
to lust after. For some, a 
new edition was essential 
bedtime reading - seriously! 
Thanks to Ian Styles and the 
team at Axminster for the 
mammoth task of compiling 
the compendium each year. 

I suspect I wont be alone in 
keeping last year's catalogue 
as a memento... 



Q&A 



Q l would like to have a go at making a 
stringed musical instrument, probably 
a ukulele initially. What sort of tools would 
you suggest for shaping the neck, which I 
understand is quite a tricky job? 
niaylor, via email 

A Several different hand tools are suitable 
for neck carving. A convex-base 
spokeshave is perhaps the most traditional 
item, though if you've never used one before 
these can be awkward to master and sharpen. 
Easier to use are rasps and files and you'll need 
a couple of grades. Recommended is the 
Japanese saw rasp, which is double-sided 
(coarse and fine) and fast. Another efficient 



tool is the Microplane rasp, consisting of 
a stainless steel blade with incredibly sharp 
teeth. Blades are replaceable and can be 
reversed to cut on either the push or pull 
stroke. When you've roughed out the neck, 
remove coarser blade marks with a half round 
or flat carver's file or abrasive paper (about 150 
grit) glued to a strip of hardwood. For more 
information, visit www.axminster.co.uk 023 
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House and Garden 


Winter project 


Takes: A weekend 


TRY SQUARE 




Give it a try! 

If you're a fan of precision and accuracy, then why not 
have a go at making your own try square? 


n A large try square is a particularly 
handy tool when setting out large 
items of joinery or furniture. 

For marking sheet materials the longer the 
square's blade the better, assuming this is 
accurate. I have an old Wolfcraft metal square 
that's a decent size, though it's not terribly 
reliable these days. Having been dropped 
a few times it's now slightly bent and only 
good enough for rough work. When working 
in a joinery decades ago, I rememberthat 
one or two of the old timers had their own 
hardwood squares (made of beech, I think) 
which they swore by for accuracy. These may 
have been made during apprenticeships or 
handed down from previous generations. 

I'd often considered making one, so when 
I needed to mark out some veneered 
plywood sheets recently it seemed the 
ideal opportunity. 

This is a good way to use up suitable offcuts 


as it doesn't really matter what hardwood you 
use. I used a piece of utile for the stock while 
the blade was ash, though I'd initially made 
this from sapele. Size is not too important 
either, though the longer you make the 
blade, the more awkward the tool becomes 
for smaller work. You can make it as decorative 
as you like, using contrasting timber for the 
stock and blade, or maybe inlaying pearl 
dots over shorter dowels. I used a length of 
lomm walnut dowelling, which reinforces 
the bridle joint. If using figured timber, the 
only requirement is that this should be stable. 

Make the blade about one-third the 
thickness of the stock. For easier cleaning up 
of the bridle joint, make the open mortise a 
fraction wider than your chisel. For a 6 mm 
chisel, cut the mortise about 7 mm wide. 

A planer/thicknesser will save you a lot of 
preparation work, though this is not essential. 

Although you may think it's just the outer 


edge of the blade that needs to be dead 
square to the stock (for marking out), the 
inner edge needs to be, too. If not for drawing 
lines, you'll need this inside reference edge 
to check ends of boards are square before 
working on them. 

Don't forget to check both edges of the 
blade and stock with a steel straightedge 
before you glue them together. When the 
glue has dried you should check the square 
for accuracy. With the stock held tightly 
against the completely straight edge of a 
board, draw a pencil line down the length 
of the blade. Flip the tool over and draw a 
second line to coincide with the first. If the 
two lines don't match exactly, you'll need 
to true up the blade with a long bench plane. 
The inner edge is more difficult to trim, 
however. If you like to hang your tools from 
hooks in the workshop, drill a suitable size 
hole neartheend of the blade. SC] 
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House and Garden 


Ironmongery Direct 


MASTERS OF OUR TRADE 


UK’S BIGGEST RANGE 

15,000 PRODUCTS IN STOCK FOR NEXT DAY DELIVERY 
() 0808 168 28 28 p Ironmongery Direct.com 




Cut the timber to length, either on a 
mitre saw or by hand. Packing at the rear will 
prevent breakout when cross-cutting 


Prepare the material to finished size 
on a planer/thicknesser. Make sure the fence 
is square before surface planing 


Mark the stock to length, allowing for 
the bridle joint. The blade of the square should 
be left overlength at this stage 



to the pencil line, keeping to the inside of both 
gauged lines 


n 

ftiJ The 


Then, trim the ends of the stock with a 
bench plane and shooting board if you've used 
a hand saw 


Set a mortise gauge to the thickness 
of the blade material. Mark around one end 
of the stock 
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House and Garden 


Winter project 


Takes: A weekend 


TRY SQUARE 




Chop back the bottom of the mortise 
with a 6 mm chisel. Pare down the sides 
carefully with a wider blade 


Remove the waste material from the 
stock with a coping saw. Alternatively, cut the 
mortise on a bandsaw 



fit in the stock. Check the joint for accuracy with 
an engineer’s square 



FTfl 

Mark the overall length of the blade, 
then draw around a suitable diameter tin to 
create a pleasing shape 



LJdmp mt: uidut: iirmiy, men cut uul 

the curve with a coping saw, keeping on the 
waste side of the line 






Clean up the curved end with a sanding 
drum mounted in a drill stand. Alternatively, 
use a rasp or file for shaping 



Brush PVA adhesive on the joint and 
cramp together. Cramp an accurate square 
in position while the glue sets 


Mark both ends of the stock with a 
sliding bevel, then create decorative chamfers 
with a block plane 


Mark out the centres for 10mm 
diameter dowelling. Test for fit in scrap wood 
first, then drill right through the stock 



Next, cut two lengths of dowelling over 
size. Apply glue and insert both pieces through 
the stock 


After sanding with 180 grit abrasive 
paper, wipe on a couple of coats of finishing 
oil, such as Rustins 


from the dowels on both sides. Trim flush with 
a block plane 
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House and Garden 


IronmongeryP/iecf 


MASTERS OF OUR TRADE 


UK’S BIGGEST RANGE 

15,000 PRODUCTS IN STOCK FOR NEXT DAY DELIVERY 
() 0808 168 28 28 jj lronmongery/7/recf.com 



Useful kit: Niwaki Japanese saws 


A saw for all 


reasons 


□ Japanese saws are so different from 
their Western counterparts, both 
visually and in the way they cut 
(on the pullstroke). As I mentioned back in 
61/1/295, Niwaki is a small company bringing 
specialist Oriental products into Britain. 

With a solid reputation for garden and 
kitchen equipment, their range of traditional 
woodworking hand tools is gradually 
increasing. Here I'll have a look at two of 
their saws: these are fairly typical of what 
Niwaki offer. 

Bakuma Ryoba saw 

This general purpose double-edged saw would 
be a good way to dip a toe into the world of 
Japanese tools without spending a fortune. 

One edge has finer teeth for cross-cutting, 
while the opposite row is designed for ripping. 
This saw is particularly good for cutting tenons 
and bridle joints. Start a cut along the line with 
fine teeth, then flip the tool over to continue 


♦/ 



% 





▲ The Bakuma Ryoba and Azebiki saws 

ripping down the grain with the reverse edge. 

With an overall length of 585mm, the 
250mm blade is detachable by lifting a lever 
at the end of the handle. A hook at the end 
of the blade locks into the steel tang in the 
handle when you reset the lever. Be mindful of 
the sharp teeth when you do this! Hardened 
teeth mean they cannot be resharpened, so 
swapping the blade is the only option when 
tips become dull. 

The handle is wrapped entirely in bamboo, 
providing a decent grip. Very fine cuts can be 
achieved with the cross-cut teeth, while the rip 



▲ One edge on the Bakuma Ryoba saw has finer 
teeth, whereas the other has bigger teeth 


▲ The Ryoba saw is good for cutting 
tenons and bridle joints 


teeth are graduated in size from one end to 
the other, so it's possible to vary the cutting 
rate. No blade guards are supplied, but plastic 
slide binders will do the job cheaply. 

Azebiki saw 

The smaller Azebiki saw is similar to the Ryoba 
in that it has two rows of teeth. Both edges 
have a convex curve, making them particularly 
useful for starting a cut in the middle of a 
panel. The finer teeth are also ideal for sawing 
dowels flush or cutting smaller dimension 
timber. The blade is about 75mm long, and 
with its extended reach you can get into 
confined spaces that would be tricky to access 
with a conventional back saw. Overall length is 
390mm and the blade is fixed into the handle 
and cannot be removed. I'd be tempted to 
keep this lightweight tool for more delicate 
work as a result, rather than use it every day. 

It cuts well enough, the curved edges making 
it easier to use than they would appear. 

Conclusion 

I'd say the Ryoba saw is the more useful of 
the pair as it can be used for relatively large 
joints as well as finer work. The Azebiki is a 
more specialised tool, though performed 
equally well. 02] 


Prices: Bakuma Ryoba - £32; Azebiki - 

Made in: Japan 

Web: www.niwaki.com 


£32 




▲ The 250mm blade is detachable by lifting 
a lever at the end of the handle 


A Both edges have a convex curve, which makes 
them ideal for starting a cut in the middle of a panel 


A The finer teeth are also ideal for sawing dowels 
flush or cutting smaller dimension timber 
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Useful kit: Axminster 75mm swivel head vice & Axminster dovetail marker 


▲ The dovetail marker in use 


Neat little 
gadget 

Whether you cut dovetails by hand frequently 
or only rarely, a specific marker is a handy 
tool. It means you don't need to bother about 
setting a sliding bevel each time you set out 
a joint. This little device is compact and won't 
take up much space in the toolbox. Made 
from anodised aluminium, it has a matt black 
finish with white etched graduations (> 6 in 
increments) along each slope. I've never 
seen graduations on a dovetail marker before, 
though I guess some woodworkers will find 
them useful. 

Like most markers, twin blades provide 
a choice of angles for your dovetails: 1:5 
for softwoods and 1:8 for hardwoods. 
Underneath, engineer's corners mean the 
stock will still sit tightly against the timber 
even if there's a slight whisker remaining 
along the edge. On the downside, the stock 
is a bit short (just 23mm), so it can rock slightly 
when holding it to mark the outer dovetail 
slopes on a board. Apart from that, this is 
a neat gadget for under a fiver. 023 

★★★★ 

Price: £4.96 

Web: www.axminster.co.uk 


▲ A lower tommy bar enables you to attach the vice 
temporarily to a worktop up to 47 mm-thick 


A A third, shorter tommy bar controls 
the swivel action on the vice 


A great little 


vice 


n Although a hefty bench 
vice is almost essential 
for most areas of woodwork, 
sometimes you need something 
specifically for that smaller 
metalwork, soldering or 
modelmaking task. This sturdy 
little engineer's vice from 
Axminster is definitely 
versatile. Not only 
is it portable, but 
you can rotate it 
through 360°. Made 
from cast-iron, it's 
no lightweight, either. 

A lower tommy bar enables you 
to attach the vice temporarily to a 
worktop up to 47 mm-thick. Alternatively, you 
can screw or bolt the base more permanently, 
with both dual horizontal and vertical fixing 
holes offered. 

jaws are tapered and 75mm wide, with an 
opening capacity also at about 75 mm, though 
reckon on 70mm maximum for a reliable grip. 
Inner jaw faces are smooth, so any workpiece 
is less likely to get marked, though the grip 
will not be quite as tight as textured facings 
provide. Two parallel bars (either side of the 
screw thread) ensure a consistent winding 
action. The front tommy bar is 90mm long and 


is certainly tough enough for the job. Beneath 
the jaws are shaped grips for securing circular 
stock up to 30mm diameter. A flat area behind 
the rear jaw can be used as a small anvil, 
handy for small-scale work. 

A third, shorter tommy bar controls the 
swivel action. Release this and you can rotate 
the vice to any position, simply locking it again 
by tightening the bar. Simple and effective. 
This vice may not be the most beautifully 
finished workshop tool, but at this price 
does it really matter? Excellent value. 023 

★★★★ 

Price: £23.95 

Web: www.axminster.co.uk 
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THE LOGOSOL UK OXFORD BASE IS NOW OPEN 
SEE OUR PLANERS AND SAWMILLS IN ACTION! 



Y BOOK A DEMO!^ 

f Please give us a call 1 
and we’ll be happy to 
arrange a date. We’re 
i looking forward to j 
^ meeting you. A 


info@logosol.co.uk | www.logosol.co.uk | 07468511524 


CHAIN & BANDSAW MILLS PLANERS & JOINERY MACHINES INDUSTRIAL MACHINES 



Keyhole Saw 
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- — sir 1 
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MM Inc VAT 

Surface Forming 
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Precision Wood 

Carving Set j 
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250241 *** 
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Inline VAT 

JU 1 UULo maf* 

Silverstorm 600W 1/4 " H 

Multipurpose Router j J 
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Carpenters Pencils 
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& Sharpener Set 13pce 
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924568 
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silverlinetools.com 


NEW CATALOGUE OUT NOW! 


Prices correct at time of print. Images not to scale. Colours may vary. 



■SKELTON^ 


Skelton Saws 


An English saw made 
in the English countryside 


PRECISION 


CRAFTSMANSHIP 






* 


v~A 








m 




UNIQUE + DETAIL + DEDICATION + BESPOKE + TRADITION 


Superior handmade saws of precision 

THAT HAVE BEEN CRAFTED BY SHANE SKELTON 

IN THE OLD TRADITION 


Telephone number: 01723 448202 email: SKELTONSAWS@GMAIL.COM 
WEBSITE: WWW.SKELTONSAWS.CO.UK {H THE SAW MAKER’S WIFE ©SKELTON SAWS 
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Turning 



These are a few of 
my favourite things 



Taking a sabbatical from his regular projects, 
Les Thorne reflects on the areas of turning 
that he enjoys the most, including tools, 
techniques and teaching others 


hen I am doing demonstrations and while teaching, 

I often get asked what tools and techniques I rely 
on as well as the areas of turning that I enjoy the 
most. Many of you who I've met over the last couple 
of years will know that I have had to take a sabbatical away from 
turning due to a back operation, so I thought this would be a great 
opportunity to go through my photo archives and produce an article 
from them. As you go through your turning life, you end up relying 
on certain tools, methods and if you turn a lot, you may end up with 
a signature piece of work. My turning takes me from small work, 
such as lace bobbins, to large-scale architectural columns and 


mouldings; this is probably why I have built up a large collection 
of equipment to be able to cope with everything that my customers 
throw at me. To a lot of you, especially the flat woodworkers, you 
have a lathe tucked away in the corner, which comes out just for the 
odd spindle or knob. I try to get my students to find a direction in 
which they want to go; it may be bowl or box turning, or something 
a little artistic with some colour and texture, which will help them 
develop to become a better turner. 

I have been renting a workshop for over 14 years now; this gives 
me the ability to teach groups of turners. Each person gets to use 
a quality lathe and has access to all of my tools. 023 
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Les’ favourite things 



Teaching children is hugely satisfying. Young 
Harry here did have to stand on a duck board 
to get him to a safe working height at the lathe. 
Youngsters do have an annoying habit of picking 
up techniques very quickly! 



Personal protection is an absolute must while 
at the lathe. An air-powered respirator is always 
my first choice of headgear as well as steel toe 
cap boots. Everything has to be comfortable to 
ensure you are inclined to wear it 



Using a blow torch as a form of texturing and 
colouring is not a new thing but it is great fun 
I often like to accentuate faults in the timber 
rather than trying to hide them 



When I first set up my workshop, I had fixed 
lights but found they were never in the right 
place. I have Anglepoise lamps attached to 
standard lamp bases so they can easily be 
moved into the perfect position 



COLLETS 


When I go abroad to work it’s always nice to 
take my own tools with me. Having some collet 
handles will help to keep the weight down and 
also, it’s often easier to sharpen the tool 
without the handle attached 



I once heard a turner say “he who dies with the 
most tools wins.” I think I’m doing a pretty good 
job at the moment. A lot of these tools are just 
variations on a theme, but they do look good on 
the wall 



Turning wet wood is one of the things I love: it’s 
generally free or at little cost and cuts easier with 
very little dust. If you want to turn the bowl to 
a finish, you will need to turn it thin; that should 
allow the timber to move without cracking 



BURRY GOOD 


The progression from turning wet wood into 
working burrs is a natural one. Although 
expensive to buy, this piece of oak shows 
the amazing pieces that can be achieved 



This is one of the things that motivates me 
when in production mode. Packing and 
wrapping them all up before they go to the 
customer and seeing them all look pretty 
much the same is very satisfying 
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Turning 



I try to get all my students to make boxes. 

You need very little timber but the diversity of 
styles makes them a great, interesting project 
like these small ones with my harlequin colour 
and texture 



The beaded and burnt bowl is something that I 
started making many years ago. It has evolved 
slightly over the years - for example, I now take 
the beads inside the bowl as you can see here 



Learning how to hand-chase threads is not 
easy but there are some great devices out there, 
which will make the job much easier. A threaded 
lid adds something a little special to a box or a 
turned vessel 



A drill chuck is one of the most important things 
for the workshop; it can be used in the tailstock 
with the wood in a chuck. Make sure that you 
turn the speed of the lathe down 



Draw filing your toolrest will make the tool 
run easily along it. Pull the file backwards and 
forwards and then finish it off with some 240 
grit wet and dry 



Having access to a spray booth helps me in my 
commercial work. If I only have a few things to 
spray, I will often do it with the aerosol-style 
lacquers in the workshop 



Experimentation with shapes is an important 
part of your journey. Light pulls and bottle 
stoppers offer a lot of practice with very little 
timber used. This is the jig I use to spray the 
pulls - just some masonry nails in a board 



LARGE-SCALE SANDING 


I have the ability to be able to turn large 
diameter projects that do sometimes need 
sanding with an angle grinder; this allows 
me to sand much larger surface areas quickly, 
although it does produce a lot of dust 



I have a cupboard full of finishes but I would 
say I only use about three types: wax, oil 
and lacquer. I do have a lot of stains, mostly 
spirit-based, but I do use water-based ones 
on certain timbers as I find they work better 
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Les’ favourite things 



I was introduced to buffing work about 15 years 
ago. You will get amazing surfaces if the wood is 
prepared well and then buffed properly; the secret 
is to not let the wheel touch an upwards edge 
of the work as this will pull it out of your hands 



HAND SHARPENING 


I doubt that woodturning would have become 
such a growing hobby without the development 
of the grinding jig. Learning to hand sharpen 
is not easy, especially for the occasional turner 



Homemade screw chucks allow you to use a 
screw that suits the project, whether it be to 
turn door knobs, thin bases or wooden fruit, 
as this one is made for. I like to use a dense 
timber, such as purpleheart or boxwood 



The long grind on shaping gouges allows the 
tool to do pull as well as push cuts. You can 
see the quality of the grind that a CBN wheel 
affords you 



Bicycle spokes are an interesting addition to the 
workshop. They are great for holding work when 
spraying - anything with a small hole such as 
this apple and pear are easily supported 



I love texturing my work. You can have great 
creative fun with some simple burrs in a mini 
drill; they can be used for carving, piercing or 
just scratching the surface 



A coring system or bowl-saving device will save 
you lots of money if you start turning large or 
expensive blanks. They are not cheap but the 
ability to get more than one bowl from each 
blank will pay for itself eventually 


Having the lathe at the correct height is a 
necessity to comfortable turning. This photo 
shows that the lathe is on the height of my 
elbow - about 1,193mm from the floor to 
the centreline 



Vernier callipers are my first choice for accurate 
measuring; standard bow leg ones will give you 
a false reading as the legs can move. If you 
round over the corners, however, they will not 
grab the wood 
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Turning 



BURNING LINES 


I am often asked why I go to the trouble of 
burning lines in the handles that I make for my 
range of tools: it's because I still find it great 
fun to hold a wire against the spinning wood 
and burn a line 





Turning long, thin wood is not easy as it will 
become very springy as it's so thin. This is the 
steady that I use to get over this: using roller 
skate wheels means that there is no marking 
of the timber 


When I turn really large diameter pieces like 
this moulding, I need to put them on the 
outboard side of the lathe. The freestanding 
toolrest from Jet allows me to turn large pieces 
very easily 






MDF is a major player in my turning life. 
Keep away from the cheap ones and use a 
moisture resistant one; these are normally 
green in colour. The denseness of the board 
makes it ideal for turning jam chucks 



If I don't get a working drawing from my 
customer, I have to research the correct shape 
for a piece. In architectural work that means 
going to the bible of shapes, Classic Forms Turners have often used ceramics for inspiration and the piece shown here is an example of work 

by Stuart Dyas that could easily cross from clay to timber. This is a piece that I intend to make in a future article 
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TOOL RESTORING, WOOD VENEER & SPECIALIST EQUIPMENT 


Unloved? 

Unuseable? 


RESTORE IT! 



Stanley No. 5 'before & after' photo courtesy Peter He ms ley - The ToolRost 


Restore Rust Remover & Restore Rust Remover Gel 

Remove only the rust leaving sound metaF unaffected. 
Cleans and brightens brass and nickel plating. See more 
stunning “before & after’ examples on our website photo 
galleries. Find local and international stockists on the 
website. 

Shield Technology Limited. Tel: +44 (0)1472 360699 

Unit 69, Grimsby Business Centre Fax: +44 (0)1472 324685 

King Edward Street, Email: info@shieldtechnobgy.co.uk 

Grimsby, DN31 3JH www.shieldtechnology.co.uk 

Distributor enquiries welcome 

SHIELD TECHNOLOGY 

Guarding Against Corrosion 


"Are You Mad 
About TOOLS "? 

"We are"! 

Mad 


About 





* Quick turnaround • Able to 
supply to fit most types of blocks 

• Many low priced standards 

from stock 

Tewkesbury Saw Co. Ltd. 

Newton Trading Est. Tewkesbury, Glos. GL20 8JG 

Tel; 01 684 293092 Fax: 01684 850628 

www.tewkesburysaw.co.uk 


Visit Us: Unit 4 Eden Court, Eden Way 
Leighton Buzzard, Bedfordshire, LU7 4FY 

+44 (0) 1525 851166 
sales@thewoodveneerhub.co.uk 


Tewkesbury 

SAW COMPANY LTD 


We provide the highest quality: 


Decorative, Exotic & Burr Veneers 
Coloured & Smoked Veneers 
Constructional Veneers 
Peel & Stick Veneers 
Tools & Accessories 


The Wood Veneer Hub 


www.thewoodveneerhub.co.uk 


Spindle Moulder 
Cutters & Limiters 

Made to Order! 
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SPECIALIST TOOLS & TIMBER SUPPLY 


I 


SURREY TIMBERS Ltd 


Your One-Stop Wood Shop 


Hardivood Timber Merchant 
stocking local & Imported Timber 



OAK f YEW, WALNUT, SAPELE, APPLE, MAPLE, 

SYCAMORE & More! 


All welcome Call in and tee 
• Woodturners * Joiners, our huge range at: Loseley 
• Cabinetmakers Park, Guildford GU3 1H5 

01483 457826 07795 663792 


www.surreytimbers.co.uk 


Dowelmax 


Tables, chairs, stools, kitchens, 
bedrooms, desks, bookcases, 
sideboards, beds, benches, doors, 
windows, steps, cabinets, 
make them all and more with the 

Dowelmax Doweling Jig 


Dowelmax Doweling Jig - 
No need for biscuit jointers, tenoners, 
morticers, screws, loose tenons etc, 

make joints faster, more 
accurately and stronger with 

Dowelmax 

The ultimate doweling jig for woodworkers! 


See us on 


You fllflEi 


and visit: 


www.dowelmax.co.uk 


for more info, video and ordering. 


I I Dowelmax E 

Tel: 01352 781168 or 07773 718758 



www.norfolksawservices.co.uk 


Visit us on-line or in-store for a comprehensive selection of woodwork machinery, 
power tools & consumables from all the top brands 



Norfolk Saw Services, Dog Lane, Horsford, Norwich NR10 3DH 




Tel: 01603 898695 E-mail: sales@norfolksawservices.co.uk 
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COURSES, TIMBER SUPPLY & FINISHES 


Woodturning St Woodworking Courses 

One or two day courses available 


Just Wopd Norfolk 

By Tutor with over 30 years experience 
in wood turning, cabinet making, 
antique restoration, wood machinery, 
joinery and the timber industry. 

Courses arranged ro suit Si situated in Norfolk 
Pletne coti for more details. 

Tc 1 f* v ti nn *t fVivr c rt 01493 7824ns k*t fey t nay t j# w itOgmaiL to m 

Qt w mt wefcs tte W WW . I U£t W v c tl ifeO 1 f C+l h - M - si V for mar e dt mte 




\ 



Thirty years 
teaching 
furniture design, 
making and restoration 



ANDREW CRAWFORD 

box making courses in the Shropshire hilfs 


"The w eefc.et'ud course t fltteruded 
was ftrv. absolute delight ... 
Arudrew's calm careful 
exptaruttiorus A rut demo*vstra- 
tiovvs made everything seem so 
^^^^^^easy Arurf Logical ... " 


weekend courses 


’gold' 5 day courses 
one-to-one tuition 


TREE 

STATION 



Quality English Sawn Timber: 

» Rough sawn or planed 
» Wide variety of species and thicknesses 
» Sustainably grown and kilned 



NATURAL WOOD 
FINISHES YOU 
CAN RELY ON 


osmo 


)T 


01296 481220 I osmouk.com 




DECKING-OIL: Highest quality colour and protection for wood 


y y y y y 

MICROPOROUS | DURABLE | UV-RESISANr| OIL-BASED | HIGH COVERAGE 
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SHOP & WEB GUIDES 


TOP QUALITY - LOW PRICES 
VS3V1 - V HEX ABRASIVES 

KK532F Staffer Rick ^ 4 Metros ) £12 .% 
me. VAT and UK post . metre each of cries 
SO, i 20, 150, 1^X240320,400. fiftll 
Also ihe NEW * GR\P - A - bISC * 
Power Sanding/Finishin^ System 
Plus k)Ls of Bells, Discs, SLmts. Low cost KK1 14 
We also stuck WOODTURNERS SUPPLIES 
Ti mher/Bowl B laflks.ToolsAVaxe^ rushes 
G I ues/Chuc ks/Glasswane/Cutlciy /Sundries. 
SAE FOR CATALOGUE 
Jill Piers Woodtsminq Supplies 
2 Kimherley Villas, SnulhmiJI R-; -lrI. 
BISHOPS STOR U ORD, HERTS CM2 33DW 
Tfel/Fax: 01279 f»5J?6U 


Visit our website at www.hobby.uk.com 

U| ifl B fllf F A The Modelmaker’s 

HUDEJi g £ 3,25 

Annual 2016 • No. 46 • 320 Pages 


MAIL ORDER 
NARROW BANDSAW 
BLADES 

MANUFACTURED TO 
ANY LENGTH 

PHONE NOW FOR QUOTATION 
OR PRICE LIST 

TRUCUT 

Spurside Saw Works, The Downs, 
Ross-On-Wye, Herefordshire HR9 7TJ 
w ww,tr u c utba nd saw© .go. u k 

Tel: 01989 769371 
Fax: 01989 567360 


• NEW EASY CUTTERS & POWER TOOLS 

MECHANICAL ALARM CLOCK KIT DOLLS 

• NEW ICONIC TV/FILM KITS HOUSE 

- HERITAGE STEAM ENGINE specialists 

MARQUETRY KITS WITH DVD MATCHiTECTURE 
ONE THOUSAND 

WHRR Y S M AND ONE NIGHTS 

nUDO * a NEW ARTICLES 

P * r ,*■ METAL EARTH 

HANDSOME CAB 
MATCHSTICK CLOCK 

\ r WORKING MATCHSTICK 

* ROCKING HORSE ^ 

mail@hobby.uk.com 
www.hobby.uk.com 
Available from WH Smith & leading newsagents or direct 


rtERMLE / KIFNIN&FF MECHANICAL 
CLOCK WORKS. DELIVERED Ft STOCK 


HtTJrnniem Sal« Ail ftmttt nukwwd 


Martin H Dunn Ltd 

Trip Linda fteOpry CJMre Raul 
Nfi'ih KilhrifliKriffir, KhrUi Ltnc.;! PN 4 .; 3 .Kj 

wm* itjsi rtif ihdunn . ui v k 

FREE Pmnt} f'.ATALOGIft 
IhowpoHR IXien Iftm- Fr tQmfi ■ Spin, ial tfeEO - ipm 

Tel: □ 140^540901 



Dowelmax 

The ultimate doweling jig 
for furniture makers 


Brings production technology to the small shop 

"Fast, accurate and a joy to use, a superb tool " 


www.dowelmax.co.uk 


or telephone: 01352781168 - 07773718758 


Dowelmax Classic Metric and Junior Metric in stock 


E 


WOKINGHAM TOOL 
COMPANY LTD 

97-99 Wokingham Road 
Reading, Berkshire RG6 1 LH 
Tel: 0118 9661511 

www.wokinghamtools.co.uk 

H. P. W. CS. BS. A. D. MO. 


LEEDS 


D.B. KEIGHLEY 

MACHINERY LTD 

Vickers Pleace, Stanningley, 
Leeds, LS28 6LZ 
Tel: (01 13) 257 4736 
Fax: (0113) 257 4293 
www.dbkeighley.co.uk 
P. A. CS. BC. MO. 





./or beginners and improvers 


Router cutters 
Spindle tooling ^ 

r — Bandsaw, jigsaw & 

°mpa^ circular sawblades 

Online catalogue & ordering 

www.wealdentool .com 


Woodworking courses, 

in idyllic Herefordshire countryside... 


■ Personal tuition (max. 2 I earners; from qualified teacher with 
40 years* furniture mat mg experience * Well equipped heated workshop 
* Superb setting, with spectacular wews 
* Luxury farmhouse accommodation with excellent Food - see our 
Tripod vkor 5 * ratings i Or you con mmp in the woods!! 




01673 8G0749 

w 00 dworkingbreak 5 @gmail.txm 


Musical Instrument Makers 7 & Repairers 7 Supplies 



Largest selection of tonewoods, tools & parts in the country. 
Visit our website or order our catalogue. Callers welcome 

Touchstone Tonewoods, Albert Raid Nath/ Reigate, RH2 9EZ 
Tel: 01737 221064 Lax: 01737 2.42748 

www.touchstonetonewoods.co.uk 
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GOING VINTAGE 

Drawing upon Mid-century ideals, Jesse McKee 
shows you how to build a coffee table in that style 
using pieces of walnut 


FUNCTIONAL ART IN WOOD 

Entirely self-taught and deeply inspired by form 
and function, Brian A. Hubei believes a piece of 
furniture should stand on its own and should 
be something you never tire of viewing 


FIT FOR A KING 

After much encouragement from GW readers, 
Andy King puts pen to paper and shows us how 
to make his popular Adirondack-style outdoor 
chair in redwood 


TURNING BIG! 

Les Thorne takes his turning up a notch and shows 
us how he went about making a pair of 1.8m high 
architectural columns on his large capacity lathe 


PLUS... 


Michael Huntley’s new series on building small 
structures in wood; John Bullar looks at choosing 
and using bench planes and Greg Stringer makes 
a replica of a MasterMyr Viking chest 


All this & more in your new look Good Woodworking ! 








Michael’s musings 


Before tidy-up... 


..and after 




Workshop turnout 

With spring almost upon us, Michael Huntley sees 
this as the opportunity for a good old workshop 
sort out, which was definitely long overdue! 


Well it had to happen. As somebody once 
said: “It's a workshop, not a store” There are 
major turning points in the life of a workshop 
and spring is one of them, arrival of a new 
machine is one and delivery of a client's job 
is another. Most of these are positive. Being 
unable to move because timber is everywhere 
is less positive. I actually found a board 
that I know I've had since 1970 today! 

It was softwood; it was going to be a shelf 
somewhere or other. It has to go; I have been 
asked to make some window-boxes and it will 
get used for the back of one of those. There 
is just no point in keeping all these leftover 
boards, especially softwood. I had a friend who 
had a system for workshop turnouts: he left 
the house and his wife and daughter did the 
turnout. No tools were thrown away, just all 
the odd bits and pieces that “might come in 


handy” one day. It worked; he was one of 
the most productive people I knew, always 
busy and always had a clear bench. Having 
said that, another one of the best craftsmen 
I knew always had a bench with tools spilling 
everywhere on it, so it takes all sorts. 

Decluttering 

The reason for my turnout, apart from it being 
spring, is that I can no longer reach the shelves 
on the walls because of the timber stacked 
against them. I cannot open the emergency 
exit because of the timber in front of it. 

The truth is, each job must pay for its own 
materials and valuable hardwood offcuts 
must have their own dedicated store. Any 
offcuts shorter than 2 ft, unless they are of 
really rare timber, should get given away or 
burnt on the stove. 


Another problem is that my workshop is the 
processing plant for the unwanted wood from 
the local building site! I collect anything they 
don't want (or they have to pay to have it 
taken away), take out the good stuff for 
students to do practice joints on, and burn 
the rest on the Rayburn, which supplies 
our cooking and hot water. When there is 
a skip-full to process the workshop does get 
a bit crowded, but in the '60s when I started, 
timber was scarce and we recycled everything 
(formative hours as a teenager spent de-nailing 
and de-screwing stood me in good stead for 
later life!). 

Once I can see the back wall again, I will also 
be able to get to the lathe and perhaps a few 
of those three-legged stools promised to the 
under-fives in the family will get made before 
they grow too big to use them ! 03 
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Engineered Precision 



Accurate Cutting 

The TTS1400 Plunge Track Saw is a highly versatile, feature-packed 
tool with easy mode selection, fast set-up and advanced safety features. 

When fitted to a track, the TTS1400 delivers long, straight cuts, 
and the flat design of the blade housing means the saw will work 
right up to the edge of the workpiece - ideal for trimming doors 
and cutting hardwood flooring. 

The mode selector allows quick change between free plunge, scribe 
or blade change, and cutting width indicators show the exact point 
at which the blade plunges into the workpiece. 

For straight, clean and accurate cuts through any type of wood, Triton’s 
TTS1400 Plunge Track Saw delivers a professional result every time. 


TTS 


1400 




Precision Power Tools 


tritontools.com 




Introducing the New Range of 
Woodturning Chucks and Jaws 

We are extremely proud to introduce the new range of Record Power woodturning chucks and jaws. 

This exclusive range has been developed using Record Power's extensive experience and knowledge of 
woodturning in conjunction with a group of highly experienced professional and hobby woodturners to bring 
you the ultimate in quality, versatility and value. 



Faceplate 


See online for full details 


Precision Engineered Gears 

Super Geared True-Lock™ technology 
ensures high levels of accuracy to 
provide smooth and solid operation. 


Heavy Duty Jaw Slides 

The improved and enlarged jaw slides 
give unsurpassed holding power and 
load bearing ability. They are made 
from high tensile steel, reinforced with 
nickel and copper and heat-treated to 
ensure superior strength. 


Sealed Backing Plate with 
Full Indexing 

The SC4 features a strong backing 
plate to protect the gear mechanism 
from dust and 72-point indexing 
around the full circumference. 


Jaw Fixing System 

The SC3 and SC4 feature a jaw 
fixing which will not only fit 
the Record Power series of Jaws but 
is also fully compatible with Nova and 
Robert Sorby brand jaws. 


\ * 

SC4 Professional 


fuck Package 


f include! 



www.recordpower.co.uk Tel: 01246 571 020 


Over 



years 

Experience • Knowledge 
Support • Expertise 


i=i=M-]=i-i=i-kyi4=i 

ETAHTRITE 

^C ORONET 


Incorporating some of the most famous brands 
in woodworking, Record Power have been 
manufacturing fine tools & machinery for over 
1 00 years. Built to last we provide support for 
thousands of machines well over 50 years old, 
which are still in daily use. Testimony to the 
sound engineering principles and service support 
that comes with a Record Power product. 






